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ABSTRACT 

A program of research work directed toward the atudy of strain-age 

crack sensitivity of precipitation hardened nickel base alloys in sheet form 

was conducted and  Is described.    The alloy chosen for study was Rene'  41. 

The primary objectives of this study were: 

1) To perfect and use a screening test to quantitatively evaluate 

those factors which contribute to the strain-age cracking 

mechanism. 

2) To subsequently  use this  information to  Improve material 

quality and/or welding and heat  treatment  procedures to mini- 

mize or eliminate the occurrence of  strain-age cracking in 

fabricated components of Rene1  41. 

A post weld heat  treating procedure was devised  for a  restrained 

circular welded patch test which defined the isothermal  exposure times and 

temperatures  in the aging range where strain-age cracking occurs.    The limits 

of cracking established had the shape of the letter "c"  and were subsequently 

referred to as "C-curves".    C-curves developed were found to be useful  in 

defining the minimum heating  rate which could be used to heat  a  restrained 

weldment  to the solution treatment  temperature without  the occurrence of 

strain-age cracking. 

Two testing procedures were developed,   a constant  load and a con- 

stant strain,  using "Gleeble"  equipment   (a tlme-temperature-stress device 

developed by Doctors Nippes and Savage of Rensselaer Polytechnic  Institute) . 

These procedures and the  isothermally heat treated patch tests were capable 

ill 



of measuring differences In the strain-age cracking sensitivity of different 

heats of Rene'  41. 

Using the above testing procedures,   It was found that a preweld 

overaglng heat treatment eliminated the occurrence of strain-age cracking 

in the most crack-prone heat of 0.060 inch Rene'  41  sheet studied.    Further- 

more,   it was shown that elevated temperature tensile and stress  rupture proper- 

ties of overaged material can be  restored to normal  values by a  solution 

and aging treatment. 

In those cases where overaglng prior to welding cannot   be used, 

the following factors were found  to reduce the strain-age crack  sensitivity 

of Rene'   41. 

1) Maintaining the  iron,   silicon,   sulfur,   and manganese content 

at low compositional  levels. 

2) Maintaining a finer grain size in annealed sheet  than ASTM 

grain size of  3. 

This document  is subject to special export controls and each transmittal 
to foreign governments or foreign nationals may be made only with prior 
approval of Metals and Ceramics  Division  (HAM), Air Force Materials 
Laboratory, Wright-Patterson AFB,  Ohio 45433. 
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I.  INTRODUCTION 

The demand of the aerospace Industry for high strength - high 

temperature resistant alloys in sheet form prompted the development of the 

precipitation hardened nickel-base sheet alloys such as Inconel X, Rene1 41, 

Waspalloy, et al. The availability of these alloys as commercial products 

made possible the design of lighter weight heat resistant welded structures. 

Superficial welding studies initially performed on these alloys Indicated 

that welding was a satisfactory fabrication process for these alloys. Unfor- 

tunately, when some of the first complex fabrications of these alloys were 

made, they were so designed that the welds were subjected to significantly 

larger amounts of restraint than had been encountered in laboratory testing, 

and cracking occurred during the post weld heat treatment of the parts. The 

cracks which occurred were predominantly located in the heat affected zone 

near the weld fusion line. This type of cracking has been commonly referred 

to as strain-age cracking. 

Because of this cracking problem, the use of strain-age cracking 

susceptible alloys such as Rene1 41 in highly restrained fabrications has 

generally been avoided. The design requirements for such structures have 

been scrutinized closely and in many cases other less crack sensitive but 

weaker materials have been used.  In other welded components where the 

superior high temperature strength of alloys such as Rene' 41 was considered 

absolutely essential, success in component fabrication has been obtained 

only by "cut and try" procedures in welding, heat treatment, and repair 

welding, with the generation of a considerable amount of scrap. The appli- 
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cation of such methods to the manufacture of welded components has caused 

the cost of  these components to be considerably higher than would have been 

the case had sufficient  information been available to either circumvent 

strain-age cracking or more drastically restrict  its occurrence. 

During the last ten years,   a continual search has been conducted 

to devise  a test  procedure which would quantitatively measure  the  strain- 

age  crack  susceptibility  of Rene'   41  and similar alloys  in welded  parts. 

The  restrained circular patch  test   (to be more  fully  discussed  in a  later 

section)   had been empirically  established to give  the most  reliable quanti- 

tative data regarding this susceptibility.    This  test  has been used by 

General  Electric  to evaluate  the weldability of  Incoming heats  of  Rene'  41 

and has assisted thereby   in  reducing the amount  of weld cracking which 

occurred  in highly  restrained  fabricated components.    The  test  has  also 

been  useful   in establishing both  Initial  and  repair welding procedures and 

heat   treatments which have assisted  in minimizing strain-age cracking. 

The numerous  "patch test"   results and associated mechanical and 

chemical  properties which have  been obtained on  various  production heats of 

Rene'   41  have not   indisputably  disclosed the  reason(s)   for  the  varying 

degrees of  susceptibility  to strain-age cracking displayed  by  different 

heats or  lots of material.    Therefore,   specification  revision  could  not be 

instituted to aid  in reducing the  incidence of cracking.    These empirically 

and expensively  accumulated results   indicated poignantly  the desirability 

of  perfecting a more quantitative  test  to predict  strain-age weld crack 

susceptibility and the  use of  this  test  to study  a controlled  range of 

chemical  composition,  welding,   and  processing variables  tn determine  those 



which are  significant  to the mechanism of  strain-age cracking. 

Briefly,  the effort  reported here had the following objectives: 

1) To perfect and use a  screening test  to quantitatively 

evaluate  these  factors which contribute to strain age 

cracking in complex nickel  base alloys. 

2) To subsequently use  this  information  to  Improve material 

quality  and/or welding and heat  treatment  to minimize or 

eliminate  the occurrence  of  strain-age cracking  in  fabri- 

cated components of Rene'   41, 

The majority  of  results  reported  herein were  generated during  the 

last  year  and one half  of a  two and one half year contractual  effort.     During 

(D* the  first  year's study ,   the  restrained  circular patch  test  was used  to 

demonstrate  that  the strain-age cracking phenomenon  in Rene'   41  was depen- 

dent  on  a  time-temperature-stress  relationship.    A  specimen design  and  pro- 

cedure using "Gleeble"  equipment   (a  time-temperature-stress  testing device 

developed  by Nippes and Savage of RPI)   was  developed which was  also capable 

of  demonstrating a time-temperature-stress  strain-age cracking  relationship. 

The time to strain-age cracking, when plotted versus temperature, 

produced a C-shaped curve. Both patch test and "Gleeble" test results pro- 

duced C-curves which were relative   Indications of the  sensitivity of  different 

heats of Rene'    11  to strain-age cracking. 

The above two test  procedures were used to study  the effects  of 

chemical   composition variations,   mill  processing and welding variables  on 

* 
Numbers   in parentheses refer to  items  cited  in References. 
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the sensitivity of Rene' 41 to strain-age cracking. The effect of low car- 

bon (0,04%) on Rene' 41 crack sensitivity was also studied on a 5,000 pound 

heat. 

During this effort,   several  significant conclusions were made. 

These were: 

1) The amount of time  to encounter strain-age cracking at 

any exposure temperature  subsequent  to welding appeared 

to be extremely dependent  on  the magnitude and  state 

of stress   Imposed  upon the  heat  affected zone of  the weld. 

2) The incidence and  severity  of  strain-age cracking was  a 

function of  the cooling rate  from a  time-temperature 

exposure which produces  a  crack sensitive mlcrostructure. 

Severity of cracking Increased with increased cooling  rate. 

3) A  stabilizing temperature  of  1200oF  can  be used  to replace 

the commonly used  10000F  during the  post weld heat  treat- 

ment of  highly  restrained  Rene'   41   fabrications.    This 

would permit a decrease  in  the time the  part   is exposed 

to the aging range,   thereby,   reducing the propensity   for 

strain-age  cracking.     (This  conclusion has been  subsequently 

found not   to be universally   true.    Weldments made of   some 

large grained heats of Rene'   41 will   strain-age crack 

at   1200oF) . 

4) Lowering the carbon content  decreased  the strain-age  crack 

susceptibility of  Rene'   41   within the  low temperature 

range of  1300 to  1500oF.     This range   is  believed  to be  the 



the most critical  range with respect to conventional 

heat  treating practices. 

5) The use of  high purity  raw materials during melting of 

Rene'   41 appeared to  Increase  the  resistance of Rene'   41 

to strain-age cracking. 

6) Increasing  the thickness  from 0.060 to 0.25  Inches 

greatly  Increased sensitivity  to strnin-age cracking. 

7) The  strain-age crack  sensitivity  of Rene'   41  can be  sig- 

nificantly  reduced by  using the  electron  beam welding 

process rather than  the  gas  tungsten-arc  process. 

However,   the  joint  gaps  required  for electron beam 

welding are much  less  than for TIG welding. 

8) Data obtained  Indicated  that  mechanical   properties 

meeting the   requirements  of Rene'   41  specification 

can be maintained   in  low  carbon   (  0.04%)   Rene'   41 

if   appropriate  increases   are made   in  the   titanium 

and  aluminum content. 

The   first year's work  established  areas  for  further exploration 

and  study   to more  fully  define  and  verify   these  initial   conclusions  and   to 

improve  the techniques used for measuring strain-age cracking susceptibility 

The  subsequent   study was  divided   into  three  overlapping  phases,   which  are 

described  below. 

Phase  I  objectives were  to modify  and  improve  the  testing pro- 

cedures  for measuring the  strain-age  crack   sensitivity  of  precipitation 

hardened nickel  base alloys.    The crack  susceptibility C-curve determined 

during the   first  year's  effort   represented  cracking which occurred 

5 



while Isothermally  aging and during cooling.       There was no way to 

determine at which point cracking occurred.    A more useful  curve for com- 

paring the effect on crack susceptibility of  various factors and variables 

was a C-curve of cracking which occurred during heating.    Cracking during 

heating to the solutlonlng temperature  is  the primary problem in post weld 

heat  treatment  of  welded components. 

The  "Gleeble"  testing previously  conducted was obtained by  load- 

ing welded  specimens and maintaining a  constant  stress.    These data  were 

useful   in determining strain-age ciack  sensitivity,   but   it  was felt   that 

the  information would be more meaningful   if  the  specimens were loaded  and 

maintained  at  a  constant strain and would  be  further  improved  if  the  bi- 

axiality  of  the  stresses  imposed on  the weld heat  affected zone was   Increased, 

The modified and  improved  patch  test  and "Gleeble"  test  procedures 

were to be used  in Phase II  to further document  the effects on strain-age 

crack susceptibility  of chemical  composition,   mill  processing,   base metal 

thickness,   preweld  base metal   heat   treatment,   welding processes,   and  post 

weld heat   treating environment. 

Phase  III  was directed  toward  verification of  the  influencing 

factors  discovered  in Phase  II  by  the  procurement  of a  portion of  a  commer- 

cial  heat  to  selected chemical  and metallurgical   requirements.    The  commer- 

cial  heat  would  be  subjected  to  the   two weldability  test  procedures  and 

compared  to  previously  generated data, 

Phase   IV was established  to  determine   if  the   testing procedures 

established  using the Rene'   41   alloy  were  applicable  to evaluating a   new 

composition of  a  precipitation hardened  nickel  base sheet  alloy,     Rene'   63, 

a  sheet  alloy   recently developed by General  Electric,  was selected  for this 

phase, 



 ! 

II.    SUMMARY AND CONCLUSIONS 

A comprehensive study  to establish  those  factors which affect   the 

strain-age crack  sensitivity of  the  precipitation  hardened nickel  base  alloy 

Rene'   41 was conducted.    An essential  and significant portion of  this  study 

was  to establish  laboratory  testing procedures which would measure these 

factors  in a  quantitative manner.    The results  of   this study  provided  the 

following significant  conclusions. 

1) A  restrained weld "patch"  test  post  weld heat  treating procedure 

(named Type  III)   was developed which quantitatively measured 

the  time  to initiate strain-ago  cracking occurring during  an 

isothermal  arrest   in  the aging  temperature range  for precipita- 

tion hardened nickel   base alloys . 

2) Two  "Gleeble"  test  procedures,   a  constant  strain  and a  constant 

load,   were also developed which  could measure differences   in 

strain-age cracking  sensitivity. 

3) For quantitative measurement  of  differences   in  strain-age 

cracking susceptibility,   the  constant   load  "Gleeble"  test 

procedure  is  the  simplest  and   fastest   testing  procedure 

developed.     Its  simplicity makes   it   adaptable  to other  test 

equipments and would allow a more widespread usage of  this 

procedure as a  strain-age crack  susceptibility  test. 
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4) The C-curve using tha patch test Type III post weld heat 

treating procedure which defines the isothermal exposure areas 

which arc subject to strain-age cracking, can be used to select 

the minimum heating rate to the solution treatment temperature 

for a highly restrained weldment to avoid strain-age cracking. 

5) An overaging heat treatment prior to welding was, by far, the 

most effective method of reducing the Incidence of strain-age 

cracking. The mechanical properties of overaged Rene' -11 

can be completely restored by a post weld solution and aging 

heat treatment. 

6) Rene* 41 with a mill annealed grain size of ASTM 3 to ASTM 8 

was demonstrated to possess a greater resistance to strain-age 

cracking than Rone1 41 with a mill annealed grain size of ASTM 1 

7) The trend, established during the first year's effort, which 

indicated that Rone' 41 with low levels of iron, silicon, 

sulfur, and manganese had greater resistance to strain-age 

cracking, was ronfirmed. 

8) Lowering the carbon content of Rene' 41 also increases the resis- 

tance to strain-age cracking.  However, a method of restricting 

grain growth in low carbon Rene' 41 must be developed if the 

room temperature to 1400oF yield strength is to be retained 

at current specification levels. 



9)    The use of a vacuum during post weld heat treatment was 

found to Increase the resistance of Rene'  41 to strain-age 

cracking at temperatures above 1500eF. 

10)    Welding processes which lower the residual stress level will 

reduce the sensitivity of the weldment to strain-age cracking, 
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Ill,    EXPERIMENTAL PROCEDURE 

A.     PHASE  I 

During the  first year's effort,   testing procedures were developed 

to more quantitatively establish the validity of an hypothesis that cracking 

during the post weld heat treatment  In the weld heat affected zone of nickel 

base  superalloys   Is  the  result of   interactions  between  residual  welding,   aging 

contraction,   and  thermal  stresses acting upon  the heat  affected  zone  at  a 

time when  this  zone  was being or had been embrittled  by metallurgical  reac- 

tions.    The  testing  procedures developed were  the weld restrained circular 

patch  test  and  a  constant  load test  performed on the  "Gleeble"  equipment 

using the welded  specimen with the weld  transverse  to  the load. 

The major objectives in Phase  I  of  the current work were: 

1) To  refine the patch test  post  weld heat  treating procedure 

so  that   it would predict   critical  heating rates  to the 

solution  temperature which  are  necessary  to avoid cracking. 

2) To evaluate a "Gleeble"  testing procedure using a  constant 

elongation rather than a  constant  load  testing procedure. 

It  was  expected that  the data  obtained would provide a more 

accurate duplication of  results which would occur  in restrained 

weldments during post weld heat  treatment. 
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1.0   Modification of the Restrained Circular Weld Patch Testing Procedure 

1.1    Background 

The hypothesis  proposed to describe  the crack  susceptibility charac- 

teristics of Rene'   41   (and other alloys subject  to strain-age cracking)   infers 

that strain-age cracking   is dependent  upon an interacting combination of  time, 

temperature,  and stress.    The temperature-time dependence is related to the 

fact that  strain-age cracking is dependent on an age-hardening metallurgical 

reaction  involving a matrix precipitate,   gamma  prime,   and grain boundary 

carbide  reactions.    The  stress dependency   is  based upon  the fact  that  strain- 

age cracking occurs only   in  restrained structures,  where stresses  from weld- 

ing and subsequent  heat   treatment are  sufficient   to exceed the stress  neces- 

sary  for crack  initiation  and propagation.    Welded  fabrications  in Rene1   41 

free of  restraint  do not  exhibit  the severe,   catastrophic heat affected  zone 

fracturing characteristic  of  strain-age cracking.    Thus,   it would be expec- 

ted that  the cracking phenomena would have  to occur  in  the aging temperature 

range and would be  a  function of  the  rate of  aging which,   in turn,   is depen- 

dent on time,   temperature,   and stress.    Since the aging rate at  the lower 

temperature end of  the aging range  is  relatively  slow,   the occurrence of 

strain-age cracking  should approach asymptotically  some  lower temperature 

limit.     Likewise,   since  stress due to restraint  at  the  higher temperature 

end of  the aging  range  is   relatively  low and  precipitates  formed at  lower 

temperatures would dissolve,   there should be  a  high  temperature asymptotic, 

limit..    At  some  themperature between  the upper and  lower asymptotic  limits, 

there should be a minimum  time,   prior  to which no cracking could be possible 

and beyond which cracking of  some degree would be certain to occur. 

11 
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It was the purpose of this phase of  the  Investigation to Identify 

the configuration of  the curve which defines the upper and lower asymptotic 

limits and the minimum time for strain-age cracking to occur.    This curve 

will be denoted herein as the crack susceptibility C-curve because of the 

presumed similarity of  Its shape to the letter "c".    It was assumed through- 

out that the restraint  stress variable was relatively  conrtant due to the 

standardized geometry  of  the patch test assemblies and the uniform procedures 

used to fabricate  them. 

1.2    Welding Procedure 

A  sketch of  the components  of  the  restrained  circular patch test 

assembly  is presented  in Figure  1.    Fabrication proceeded by  first  welding 

the outer  restraining sheet  to the base plate  and ultimately welding the 

center disk  to  the outer restraining sheet.     The  gap between the center disk 

and the outer restraining sheet  prior to final  welding was 0.040 to 0.045 

inches.    All  patch  test  base  plates and components were Rene'   41, 

Patch  test  welding was performed semi-automatically using the  gas 

tungsten-arc process with  automatic  filler wire  feeding.    Welding parameters 

for the  center  test weld were adjusted  so as  to achieve  full penetration and 

controlled  so that  nearly   identical  parameters were used for each heat. 

Hastelloy W  filler material was used during the  fabrication of each patch 

test assembly.     The  sequence of  fabricating a  patch  test  assembly  is  shown 

in Figure 2.    A detailed description of  the welding procedure  is given 

in Appendix A. 
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Stage   1   - Tlie  Separate Components  ol   the  Patch 
Test Assembly. 

Stage 2 - The Outer Restraining 

Disk Wei fieri to The Heavy Base Plate. 

Stage 3 - The Completed Patch 

Test Assembly. 

FIGURE 2.  The Sequence Followed in Welding the Circular 
Patch Test Assembly . 

11 



1.3    Post Weld Heat Treating Procedure 

The patch test assemblies were heat  treated in air atmosphere, 

electric,  box-type laboratory  furnaces.    The temperatures of  the patch test 

assemblies during the heat  treatment that followed initial   fabrication were 

continuously monitored by thermocouples providing signals  to a Honeywell Elec- 

tronik #17 four pen recorder.    Thermocouples were placed on the base plate and 

in the center of  the sheet  patch area permitting an accurate determination of 

the peak temperature,   heating and cooling rates,   and temperature differentials, 

Heating rates were controlled by   transferring the  patch  test  assembly  from a 

furnace held at a  stabilizing temperature of 1000eF  into a  furnace held at a 

predetermined superheat  temperature and resetting  the  latter  furnace to the 

temperature desired.     Heating rates were thus  varied  by  varying  the amount 

of  superheat  in  the second  furnace.    Where controlled cooling rates were 

required,   the patch test  assembly  was sandwiched between  two plates baffled 

to permit  the circulation of  compressed air.    Cooling rates were  controlled 

by  varying the rate of  air  flow within the plates. 

1 .4    Crack Susceptibility C-Curve Determination 

During the  first  year's work,   the water quench,   crack  susceptibility 

C-curve was generated  from  the occurrence of  cracks during a  heat  treatment 

which did not differentiate  between cracking which occurred during isother- 

mal  exposure or during cooling.     Though this curve  provided a means for 

measuring the  relative effects of   various factors on  strain-age  crack suscep- 

tibility,   it failed to isolate the effects that are specifically a function 

of  the heating phase of a  heat  treatment.    To  Isolate  the  time of cracking, 

it  was necessary  that  cracking during cooling be eliminated.     Cracking during 
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cooling was caused by the  high stresses which are generated by  the  large 

thermal gradient between the heavy base plate and  thin patch center.    This 

led  to the selection of  two methods of heat treatment which would pllminate 

the  thermal gradient after isothermal exposure: 

1) Furnace cooling from the isothermal aging  temperature thus 

eliminating  the stresses which arise from  the difference in 

cooling rates  in the  thick and thin members  of  the weldment. 

2) Solution heat  treating after the Isothermal aging exposure, 

thus  eliminating the  crack sensitive  heat  affected zone micro- 

structure and  relieving  the residual welding  stresses. 

"C-curves" were developed  using both of  these post weld  heat  treat- 

ing procedures. 

It was  found  that   the shape of the C-curve was  determined  largely 

by  the method used  to heat   treat  the patch test  assembly after  the  isothermal 

aging  temperature exposure.     For  the convenience of  discussion,   the  various 

shapes  of the curves were  classified as  follows: 

a) Type  I Crack Susceptibility C-Curve - generated by a  two-step 

post  weld  heat   treating procedure and water quenching from the 

isothermal aging  temperature.     This  is  shown schematically in 

the upper view of Figure 3. 

b) Type  II Crack Susceptibility C-Curve  - generated by a  two-step 

post  weld  heat   treating procedure,   furnace  cooling  from the 

isothermal aging  temperature.     This   is  shown schematically in 

the middle  view of Figure 3. 

c) Type  III Crack Susceptibility C-Curve  - generated  by a three- 
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step post weld heat treating procedure involving rapidly heating the patch 

to a   19750F solution   temperature,   hold for 30 minutes,   and furnace cool. 

This  is shown schematically  in the bottom view of  Figure 3. 

Each of these curves possess a certain degree of usefulness,  and 

each has inherent  limitations.    The advantages of  each class of C-curve will 

be discussed along with the presentation of C-curves developed  for each 

class. 

Type  I Crack Susceptibility C-Curves 

Type I C-curves were generated  for Heats  T3-8556 and T3-8565 dur- 

ing  the first  year's  work and are shown in Figures  4 and 5.     They were 

observed to be similar in the following major aspects: 

1) The upper and   lower asymptotes were   19000F and   1200oF,   respect- 

ively. 

2) The critical  nose  of  the curve  ior both  heats was within  the 

temperature range   17000F to  18500F.    The  tip of   the nose  for 

T3-8556 occurred at   0.5 minutes and a  tip of  the  nose  for 

T3-8565 occurred at   1.3 minutes. 

3) The shape  of  the curves between the  asymptote   limits  was 

essentially the same exhibiting a high   temperature nose and 

a   low  temperature  nose.     The  low temperature nose occurred 

between  12750F and   13750F in each case. 

The   similarities  of these two curves indicated  that   the crack 

susceptibility characteristics  of  Heats T3-8556 and T38565 were very similar 

as  measured by  the processing cycle used to generate  the  Type  I C-curve  (See 
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Figure 3,   upper view). 

However,   It was discovered,  with a subsequent series of tests, 

that a portion of the cracking which was observed during development  of  the 

Type I C-curve  occurred during the water quench from the Isothermal age. 

Patch tests which were Isothermally aged at   1800oF and quenched,   at   rates 

varying  in severity  from a water quench to a   furnace cool,  exhibited severe 

heat  affected  zone  cracking during  the rapid quenching operation and  no 

cracking during  the  very slow cooling operation.     These results are  shown 

schematically   in Figure 6.    As a  consequence,   there was no way to  identify 

whether or  not   the  cracks observed from  the  Type  I  C-curve post  weld  heat 

treating  procedure occurred while holding  the patch test assembly  at   the 

isothermal aging temperature or during  the  water quenching  from the  iso- 

thermal aging  temperature.     Thus,   to  be certain that  the nose of   the C-curve 

defined  the   limiting  time and temperature at  which cracking would  occur dur- 

ing heating at   the  solutioning  temperature,   was necessary  to modify  the post 

weld heat   treating procedure to restrict   the  occurrence of cracking  to  the 

isothermal aging exposure  time.     The development  of Types  II  and  III  C-curves 

was an attempt   to do this. 

Type II Crack Susceptibility C-Curves 

Furnace cooling the patch  test   from  the  isothermal aging  tempera- 

ture  (as  shown   in the middle view of  Figure  3)  eliminated  the gross  thermal 

gradient  between the   thick and  thin members  of  the  assembly,   there- 

by greatly  reduced  the stresses  that  were developed with faster cooling 

rates.     Data generated using this prodedure  is  plotted  in Figure  7  for mill- 

21 



£   be 
•P   c 
H    •H 
» je u 
(A   CO 
0)   h 
*J   u 
eg 
h <« ifl 

0 0) 
bfi 4-) 
e >, co 
rt    *J K 

PH   'H 
0   L. bfi 
0   V c 
y > •H 

0) H    9> 
0)  w 0   h 
*J 0   3 
co   bfi o *> 

■H     C co 
TJ   -H bfi t- 
0)  w C    0) 
B   CO 
C   4) 

H a 
>. e 

0)     IN U    0) 
*J   o CO  H 
C   V > 
M  T3 bfi 

S   C 
0   -H 
U   bfi 

«M   < 

bfi   rH 
C     CO 

■H   F ■P   u 
M    V 
3   J= 
«1     •!-> 
V   0 

OS    M 
M 

^ 
4-)    4» 
H   £ 
in  H 
tl 

0)   0 
M   I- 

fe ^ 
Ü 
(S 

0) u 
B u 

22 

^IBii^ 



"■ 

annealed Heat T3-8556. 

Figure 7 shows the absence of cracking above 1800oF and 

the occurrence of cracking at all times below 16000F. There was no 

way to Identify at what point in the heat treating cycle the strain- 

age cracking initiated since the slow cooling resulted in a long 

time exposure at aging temperatures. 

Since the Type II heat treating procedure did not identify 

cracking which would occur during heating to the solutioning tempera- 

ture  it was discarded. 
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Type III Crack Suicaptlblllty C-Curvei 

The modifications of the poet weld heat treating procedure which 

finally assured that strain-age cracking was occurring solely during the iso- 

thermal aging exposure are shown schematically in the bottom view of 

Figure 3. 

The patch test assembly was inserted into a 10000F furnace for 

15 minutes; rapidly heated (2 minutes heating time) to a predetermined iso- 

thermal aging temperature and held for a specific length of time; rapidly 

heated to the solution temperature of 19750F; held at 19750F for one hour; 

furnace cooled (3-80F/minute) to 1100°F and air cooled. 

Heating the patch test assembly from the isothermal aging tempera- 

ture to the 197S0F solution temperature and holding there prior to cooling 

eliminated the crack sensitive microstructure in the heat affected zone of 

the welds and fully stress relieved the weldment. Furnace cooling from the 

solution temperature further assured that no cracking would occur during 

cooling. 

Typical Type III C-curves are shown in Figures 8 and 9 for heats 

T3-8S65 and T4-8670, respectively. 

The Type III C-curve satisfactorily identified cracking which would 

occur during continuous heating of a highly restrained Rene' 41 weldment to 

the soluttoning temperature. 

A further confirmation that the cracking which was developed in 

the Type III post weld heat treating cycle represented the cracking which 
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would occur during continuous heating was provided by  the  following test. 

Several Rene'   41  patch test  assemblies were heated to the  solutlonlng temp- 

erature at various heating rates—some of which were  selected to pass through 

the  Isothermally defined C-curve,    Examination of  the patch  tests revealed 

that the patch tests whose heating curves Intersected the C-curve were crack- 

ed.    The others were not.    These results are shown graphically  in Figure 10 

and further confirmed that  the Type  III C-curve accurately   identified crack- 

ing which would occur during heating a restrained Rene'  41 weldment to the 

solutlonlng temperature. 

Therefore, the Type III post weld heat treatment was selected for 

further studies of the effects of heat treatment, chemical composition, and 

other variables on the strain-age cracking resistance of Rene'  41, 

1.5    Base Line Crack Susceptibility C-Curves 

Two additional heats of Rene'  41 were evaluated for weldablllty 

using the Type III post weld heat treatment to serve as a base line of com- 

parison for subsequent weldablllty  studies.    A crack  resistant and crack 

sensitive heat of Rene'  41 were selected for this purpose. 

The  representative  crack  resistant heat was  Identified from last 

year's constant  stress "Gleeble"  results as Experimental  Heat Number 10.    A 

production heat of Rene'   41,   Heat Number 11,  was found to be highly  suscep- 

tible  to cracking during the  generation of   its Type  III  C-curve and was 

selected,   therefore,   as  the   representative crack  sensitive  heat of Rene'   41. 

Figure 11  shows the catastrophic cracking exhibited by Heat Number 11 when 

isothermally  aged at  14500F   for 30 minutes   (all  other processing per Type   III 

* 
This production heat of Rene'   41   (#11)   Is not  to be confused with an Experi- 
mental Heat No.  11 which was evaluated in AFML-TR-66-324,   Part  I.    Future 
reference  in  this report  to Heat No.  11 will  refer to production Heat No.  11 
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FIGURE 11.  Severe Cracking Occurring in a Patch Test 
Heat Number 11 Isothermally Aged at 1450oF 
for 30 Minutes Using Type III Post Weld 

Heat Treatment, 

Mag:  1 X 
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C-curve procedure). 

The Type III C-curve for the Experimental Heat Number  10 is shown 

in Figure  12 and for the production Heat Number  11  in Figure 13.     Note that 

the critical nose of the crack resistant Experiment Heat Number  10 was  fur- 

ther to the right  than the nose for the crack sensitive heat.    The C-curves 

are superimposed in Figure 14.     Thus,   the  location of  these two curves in 

the aging  range of Rene'  41 constituted proof that  the method used  to gener- 

ate the Type III C-curve yielded results which accurately detected differ- 

ences  in  the strain-age cracking characteristics  of a Rene'  41 weldment dur- 

ing heating to the solution temperature.    As a consequence,   these two curves 

were used as  the standard to gauge  the effect of  processing,   chemical com- 

position,   and metallurgical variables on the weldabillty of Rene'   41. 

Changes  in these variables which moved the C-curve  to the  right   increased 

resistance to strain-age cracking.    Changes which shifted the C-curve to the 

left decreased resistance to strain-age cracking. 

These two heats  (Numbers   10 and  11) with widely different   resist- 

ances to strain-age cracking also provided material with which the ability 

of  the  "Gleeble" test  procedure  to detect  differences  in strain-age  crack 

resistance could be determined. 

2.0 Modification of the "Gleeble" Test Procedure 

2.1 Background 

As previously mentioned,   one of  the major disadvantages  of using 

the circular patch test as  the tool  for determining  strain-age crack 
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susceptibility was that the element of restraint or stress, for the most part, 

was unknown but reproducible. In fact, all that could be documented about 

the restraint or stress factor was that It was large enough to generate 

strain-age cracking as long as the other pertinent variables -- metallurgical 

conditions, temperature, and time — had a specific set of values. Moreover, 

the circular patch test assembly was relatively expensive as a laboratory 

testing specimen and manufacturing and processing It through the appropriate 

welding and heat treatment procedures to obtain the desired results was com- 

paratively time consuming. Thus, the need to obtain a more quantitative, 

cheaper, and faster testing procedure for Investigating strain-age cracking 

phenomena was apparent. 

The "Gleeble" equipment was used to develop a quantitative crack 

susceptibility testing procedure. Figure 15 shows the "Gleeble", a high 

precision tlme-temperature-stress or tlme-temperature-strain device.  This 

equipment was capable of accurately programming, controlling and monitoring 

temperatures up to the melting point of any iron or nickel base alloy at 

heating rates ranging from 250F/hour to 3000F/second and cooling rates 

ranging from 250F/hour to 250oF/second at 10000F. Strain rates at any temp- 

erature can be varied from 0.10 in/in/second to 20,0 in/in/second over an 

effective gage length of 0.2 inch in a 0.7 inch heating space. The tempera- 

ture distribution across the welded "Gleeble" test specimen was determined 

and is shown on the next page. The temperature was considered essentially 

constant over the region of the weldment . 
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FIGURE 15.  Gleeble Apparatus 
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Distance From 
Center of Specimen -.385" -.185" -.065" +.065" +.400" 

900oF 8850F 9050F 8900F 865 «F 
13550F 13900F 1400^ 13650F 13550F 
15350F 1580oF 16000F 15800F 15350F 
1770^ 1780oF 17800F 17750F 17700F 

Any amount of load, up to the breaking strength of the material can be 

applied to a specimen for any predetermined time and temperature during the 

testing cycle.  Unless otherwise noted, the actual testing of specimens was 

performed in an atmosphere chamber partially purged with argon. 

The "Gleeble" is capable of applying a uniaxlal load.  It was 

recognized that to duplicate the stress state operating during the processing 

of a patch test (or actual welded fabrication), the finally selected "Gleeble" 

specimen configuration must be such that a biaxial stress is applied to the 

heat affected zone when a uniaxlal load is applied to the specimen. 

During the first year's effort, several specimen configurations 

were evaluated   .  The "Gleeble" specimens were manually gas tungsten arc 

welded. A small fixture with a ground copper strip and argon gas backing 

was used.  Parameters were as follows: 

Current - 65 amps for 0.060 inch joints 
- 40-45 amps for 0.030" joints 

Voltage - 8-10 volts 

Welding speed - 5 ipm 

Filler - Hastelloy W 

The specimen finally selected is shown in Figure 16. The testing procedure 

which was developed was essentially a stress rupture test (i.e., constant 

load) across an as-welded joint with a biaxiality stress state imposed on 

the heat affected zone. This test procedure was capable of detecting different 
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Cross Section A - A' 

Scale  4:1 

£1 L ■k" A' 

S 

Preparation Before Welding 

"/Nl _1-1 " FIGURE 16.     Reduced Face Welded    Gleeble    Specimen 
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levels of strain-age crack susceptibility between heats of Rene' 41. 

The constant load "Oleeble" testing procedure Is schematically 

illustrated in Figure 17 and was conducted as follows: 

1) The "Gleeble" specimen was loaded at room temperature to a 

stress value that was a certain percentage of the tensile 

strength at the Intended isothermal aging temperature. 

2) Maintaining constant load, the temperature of the specimen 

was increased at the rate of 12000F/mlnute to 1000oF, held 

there for 15 minutes, then raised to preselected aging 

temperature at the same rate and held there isothermally 

until fracture occurred. 

3) Holding the load constant, the specimen was allowed to strain 

freely until fracture occurred. 

4) The fracture strength of one heat of material was determined 

to serve as a base line of comparison. 

The strengths determined in 1-3 above were plotted versus the 

Larson-Miller time-temperature parameter.  The resultant curve was then used 

to determine failure times of "Gleeble" specimens versus aging temperatures 

at a selected stress level. This stress level was a constant percentage of 

the reference strength. 

The two heats of Rene' 41 (Heats Number 10 and 11) which were 

identified with the patch test as having widely different resistances to 

strain-age cracking (Figure 14) were subjected to weldability evaluation 

using the constant load "Gleeble" test procedure. The results are given In 
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Tables 1 and 2 and shown graphically in Figure 18.    Comparison of Figure 18 

with Figure 14 shows that both testing procedures detect the superior welda- 

bility of Heat Number 10.    Thus,  the constant load "Gleeble" test procedure 

was capable of detecting differences in weldability much the same as the 

restrained patch test  procedure. 

A typical example of heat affected zone cracking is a specimen 

tested in the "Gleeble"  shown  in Figure 19.    The cracking occurred Immediately 

adjacent  to the weld fusion line which is typical   for strain-age cracks. 

The greatest departure of this test procedure  from representing an 

actual weldment during post weld heat  treatment was  the constant  load pro- 

cedure for applying stress.    A  restrained weldment   is more nearly a constant 

strain test with stress relaxation occurring during heat  treatment.    This 

consideration led to the development of a constant  strain "Gleeble" testing 

procedure which would more accurately duplicate  the  stress  state in a restrained 

weldment during post weld heat  treatment. 

2.2    Development  of  the Constant Strain "Gleeble" Test  Procedure 

Further development  of  a "Gleeble"  testing procedure  progressed 

along two  interrelated routes:      (1)   the development  of  an appropriate test 

specimen design,   and   (2)   the development of an appropriate  testing procedure 

(primarily  temperature  and  strain application cycles) , 

"Gleeble" Test Specimen Design 

All   "Gleeble"  test   specimens were made with  a  welded Joint  rather 

than a simulated heat  affected  zone at the center of  the  gage  section. 
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FIGURE 19. Rene' 41 Microstructure of Tested Gleeble Specimen 
Showing Typical Strain-Age Cracking.  Experimental 

Heat Number 2 Tested 92 minutes at 15000F. 

Neg. No. M7859 and F7427 Mag:  100 X 
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The selection of the "Oleeble" test specimen design was based on 

two criteria:     (I)  the weld heat  affected zone must be blaxlally  stressed, 

and  (2)   fracture must occur  In the heat  affected zone.    These two conditions 

are known to exist when strain-age cracking occurs  In a welded component. 

The specimen designs considered are shown In Figures 16,   20,  and 

21.    The differences In the specimens are primarily to change the biaxialIty 

In the heat  affected zone during unlaxlal  loading, 

(2) 
From a stress analysis of the patch test, It was estimated   that 

the biaxial Ity ratio (major stress/minor stress) In the patch test weld 

heat affected zone was 0.9. The welded specimen previously evaluated (shown 

In Figure 16) was estimated to have a ratio of 0,3 to 0.4. The ratio could 

further be Increased to 0.8 to 0.9 by placing the weld at 45° to the tensile 

axis in a standard thickness specimen (Figure 20). A ratio of 0.9 to 1.0 

can be developed by using a face reduced specimen with a weld at 45° to the 

tensile axis (Figure 21) . 

The specimen designs were evaluated along with the development of 

the testing procedure.  It was found that very similar results could be 

obtained with each of the specimens.  It was very difficult to machine the 

0.030 inch lip on the welded edge of the 0.060 inch sheet and maintain a 

uniform lip thickness on the same panel and between different panels. 
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FIGURE 20.    Welded Test Specimens Used in the "Gleeble' 
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Cross Section A - A1 

Scale 4:1 

FIGURE 21.  "Gleeble" Specimen With Reduced Face and the 

Weld at 45° to the Tensile Axis, 
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It was also preferable to maintain a high blaxlallty ratio In the 

"Gleeble" specimen to closely duplicate the stress state In a restrained 

weldment.     These considerations led to the selection of the specimen with a 

weld at  45°  to the tensile axis,   shown In Figure 20. 

"Gleeble" Testing Procedure Development 

The development of an appropriate constant strain procedure 

entailed the consideration of the following  factors: 

1) The effect of thermal expansion as  the specimen Is  heated  from 

room temperature to the Isothermal aging temperature. 

2) The sequence and method of applying  the constant strain and 

maintaining It throughout  the  Isothermal aging exposure. 

3) The magnitude of  the constant  strain value for any  isothermal 

aging temperature and Its  corresponding effect on the magnitude 

of the peak Initial stress value and the relationship  that 

both of these factors have on the time and location of cracking. 

4) The detection of  the  time  for cracks  to initiate during  iso- 

thermal aging under constant  strain  loading. 

Thermal expansion of  the  specimen was accounted for by applying 

the strain on  the specimen after the specimen had  reached the isothermal 

aging  temperature. 

Immediately applying  the full predetermined strain value after  the 

specimen reached the  isothermal aging  temperature  resulted in high peak 

stress  values  that often exceeded the  capacity of   the  load cell and caused 

the specimen to rupture prematurely.     It was  noted that  this  rapid strain 
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application did not represent the stress-strain conditions of a restrained 

weldment during heat treatment.  The stress-strain relationship during post 

weld heat treatment of a restrained weldment can best be visualized by con- 

sideration of the restrained circular patch test.  When a patch test assembly 

is isothermally aged, the temperature of the base plate assembly lagged the 

temperature of the center patch area during heat-up.  The difference in 

thermal expansion between the thick and thin sections would relax the 

residual stresses. As the heavy base plate increased in temperature, it 

expanded and gradually restored the orginal strain on the center patch area. 

The average tiiie to temperature equalization between the center patch area 

and the heavy base plate varied slightly with the isothermal aging tempera- 

ture as follows; 

Isothermal Aging Average Time to Temperature Equalization 
Temperature Between the Center Patch and Base Plate. 
 TF)      (minutes)  

1200 H.O 

1300 14.5 

1400 16.0 

1500 16.5 

1600 15.0 

1700 13.0 

1800 11.5 

This condition was duplicated in the constant strain "Gleeble" 

test procedure by elongating the "Gleeble" test specimen in small discrete 

increments until the maximum strain value was reached.  The time to apply 

the elongation to the "Gleeble" specimen corresponded to the times in the above 
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table. 

The predetermined constan* atraln vt.lue on the "Gleeble" specimen 

was set and maintained by a variable strain device consisting of a differen- 

tial screw and a micrometer collar. This device was calibrated in 0.001 incn 

increments and had a range that varied fro-1 0.001 inch to one inch. 

The constant strain "Gleeble" test procedure is schematically 

Illustrated in Fliiire 22 and described below: 

1) The "Gleeble" specimen was placed into the machine without 

applying load or elongation and heated at 1200oF; heated to a 

specified aging temperature and held there isothermally until 

nomplete fracture occurred or until 45 minutes had expired. 

2) Strain was applied to the specimen after it reached the iso- 

thermal aging temperature; the strain was applied incremen- 

tally according to the schedule listed above, the strain was 

held constant at the predetermined value until complete 

fracture occurred or until 45 minutes had expired. 

3) The stress level increased in segments as the incremental 

strain increased and peaked at the constant strain value.  The 

stress gradually decreased (stress relaxation) until the speci- 

men fractured, or 45 minutes had expired. 

A catastrophic failure was recorded by the "Gleeble" when the 

stress, strain, and temperature indicators returned abruptly back to their 

respective reference levels.  If the failure was gradual, it could only be 

observed by the unaided eye giving rise to indeterminacy in time values. 

51 



All specimens were tested by the same operator. The effect of temperature on 

crack observation was as follows: 

1) At the lower temperatures in the aging range (12000F, 13000F), 

the specimen was a relatively dark red and the contrast of the 

cracked edge to the rest of the specimen was not very great. 

2) At the intermediate temperatures (1400oF, 15000F, 16000F), the 

cracked edge stood out in greater relief to the rest of the 

specimen making it easier to detect . 

3) At the higher temperatures (1700oF, 18000F), the heated area 

was a much brighter red to orange and the crack did not con- 

trast very much with its surroundings. 

Thus, at the intermediate temperatures, it was easier to detect 

smaller cracks than at the lower and higher temperatures. 

If a specimen ran for 45 minutes without cracking, the test was 

discontinued.  Forty-five minutes was considered as "runout", that is, the 

practical limits of time that could be devoted to the testing of one specimen. 

With the finalization of the constant strain procedure it became 

necessary to establish correlation between results obtained with the constant 

strain "Gleeble" test procedure and patch test .  It was also necessary to 

establish a base line against which the effects of metallurgical and pro- 

cessing variables on the strain-age crack susceptibility of Rene' 41 could 

be determined. 
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Correlation Between Constant Strain "Gleeble" Test Results and Patch Test 

Results 

The crack sensitive heat,   Heat Number  11,   was used to determine 

the range of specimen elongation that would produce strain-age cracking. 

It was  found that,   for all the isothermal aging temperatures tested,  a mini- 

mum constant elongation of 0.020 inch and a maximum constant elongation of 

0.045  inch yielded the most  satisfactory  results.     Below 0.020 inch,   no 

strain-age cracking occurred;  above about  0.045  inch,   the  specimen failed 

prior to reaching  the  intended strain value.     Within  this  range,   it  was 

found that an elongation of 0.035 inch could be used satisfactorily for 

testing at each of the aging temperatures. 

To establish a correlation between the  results of crack suscepti- 

bility as determined by patch testing and the "Gleeble",  Heat Number  11 and 

the Experimental Heat Number 10 were  tested  in the   "Gleeble" using  the con- 

stant  strain technique with an elongation  value of 0.035  inch at all aging 

range  temperatures  tested.     These results are presented in Table 3 and 

Figure 23 where  the actual specimens  with their associated  fractures are 

shown.     The  failure times are shown graphically in Figure 24. 

All  of  the specimens of the Experimental Heat Number  10 ran the 

entire  45 minutes without  any visual cracking  occurring.     A very  fine,   tight 

cracking was detected by   fluorescent penetrant   inspection in the  specimens 

tested at  16000F and  18000F.     Specimens of Heat Number  11,   the crack sensi- 

tive heat,  exhibited severe cracking prior to the  45 minutes duration at all 

temperatures  except  the extremities,   1200oF and  1800oF.     The times  of failure 

54 



P5 

2 <^               /^ 
3 o N        C4 
p H \*        s* 
Ü % a» « 0)   0)        0» US « d a d  d N d N 
u P 0   0 ^iSSISS p -f^ 
(N a x a p 

s A a (t b 
<M SP2 4) 
0 0) <<> ^"» >> P 

H (0 CO N 0   0) £ <H 

g H u "«^ ««z U   <H CS 

Ö * «   0) ^ JS   0) V H 
•H d > H  N  N         N  N p 1- 0 l->     F-l 
P P 

(0 ss 9 a     a a 
a 

•H d 
p 

p 
0 

3   -H 
<H   P 

Q S s 2 
H 

4) 
P 
4) 

5 « a> •o   • P   h 
3 bo A P 3 

o c« 2'g IH   ü 

S p-( a o 0)   0 
* (C o v «p « t* PO 0 P 4) .H ■M    0 

M •       • •   •   •   •   • u J -^ "H 
H p v m oo m N in N a -a CS  P 
M ttl (4 m m V  T  CO  -H V d   4) 0 
CQ (0 0) d u Ü   S to d 

§ 2^ a §| •H   .f^ 
d P 

4) 
P -o 

« P   'H 
CO    01 

■H a 
o a 4) 

3   <H 
d T3 

8 X H a) a 10  P •H 
l-t w H m a X   3 B   4) 

3 * FH O oo r« h- to v 10   0) u d s s ^ «   • •       •      •      «      • u rs (0   3 
o v •H P F-l     FH oo v o in c* a> a) • P 

fa A to m m ^ in Ä  JS 0 F^        0 

£3 H £ P H in u 2 
|H  K <H d 4>   <H 

U 0    • o « p 
o 5 ■o   • N  ß <H   4) 

Is O (o FH a> P C4  P 
PH ■H a» d "0 4) 
* C4 9> o> ao CM v m X   »   0 4)   t- U   FH 

CO 10 •       • •   •   •   •   • tt          N P   V 3 a 

ss o (fl +J t*  N CO  00  0>  0) (0 ■a y P S§ ^ V (4 m in m in in co N a> d -d 4)   ■H 
u V £(3   0) "M  e« 0 u 

al h p a P      P IM 
0) CO   ^N a> o es   d 0 w ,Q ■H o d 0) 0 p    • 

M H g ^   ca P    0   SH P   -H d 
U 2 3 cd ^ i-< N   <H CS   P 

5 cs 3 S 2 •H   W F^ N n F-t    N     0»     FH     FH «      ca 4)   ü 
O H P * •      • •   •   •   •   • (a -a d   V > u 

W -p ■H n in N to co « n fci   0)   P a U  p 
Ä   M cd d P to m to co m co o V p   cd H   10 4)   10 
M  09 0) M B) >   U   0) H d to 

2 § FH 9B 0) m  0) £ (S   -H JO  P 
H a a «H 8 o d 

pH t-^ 10   P ed 
CO U ear d to P 

0) •u in ■M           P 4)   CS (S   (0 
H A 0) 8 -o I-* o P h   b * d ** PH to cd be 4)   <M 0 

3 B   . « 3 P Ik o o o o o o o c«   v  d » a> g.U 
EH z •H   O  -O <H a •   • •       •       •       •       • ? d o d 
CO u      <-* M P m m m in m in m H 10   4) •H  <M 

s 4J 0)    1    0) b P /^ C4 v v v ^ TP rr v 4»   - « v a X   0 
a 

&s* 
P V »i ta 4) «H    FH S 0 

Ü 0) A P d  v a 3   A   d 3  P es  d    • 
S H   3 O <H O P P  P   0 FH e IH   0   (0 

& FH   M V rt O   3 O   Q>  -H ■H   4) y -H  o> o i I    es H B d c« e P (4   Ü p p 
> •H 0) <H   -H H h       cd «H   (0 S S 3 w •P p (n h o s rH «H P   bfi V 

H (4 C8   d o 3 >^ It d   c« 4)   fc. ■H   .H   -H 
►J 0) 0) o m Q) P d to a» a (fl   3 •U   FH    E 
5 SB a -H ^• U a) 0 P o m o m co o o ■ri   U   0 4)   0 ■H a 
09 P 3 h •H      3 aj •   ■ •   •   ■   •   • ja a u d FH d a o 

§ V P   et   i to a» p .H j m n m FH H o in H a a H   -M M   CS  N > 
«a 5 a» 

0 a s-g a vr n N  ^ 
■r4 a s 
+J P o a x 0) •O P ^N <^ ^\ 
•H (0 r-t   >, u H «c ca FH M CO 
(fl •H H H •^ SM' "-f 

d <fl 
0) a) P d 

CO 05  S i hi 
0 

• • 

J« Jd   P   -H • e 
u Ü    M    Ü 

C4   d   0) 
a o o o o o o o 0) 

e« s o o o o o o o bfi 
b b  0 a i) N n TT  m CO N 00 s U ü o co H| F-l     FH F^      FH      F^     F-t     FH 

55 



Temperature 
Crack 

Sensitive 
Heat 

Crack 
Resistant 

Heat 

1200 

1300 

1400 

1500 

1600 

1700 

1800 

FIGURE 23.     Comparison of  the Tested Specimens of  the Crack Sensitive 
Heat Number 11  with  those ol   the Crack Resistant Experi- 
mental   Heat Number  10 which were Subjected to Same Constant 

Strain Gleeble Testing. 

Neg. No.   M0 8390-2 
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for the crack sensitive heat specimen roughly assume a C-shape similar to 

that of the Type III C-curve with the nose in the 1500° to 16000F region and 

times to failure increasing as the extremetles to the aging range was approached, 

This can be seen by comparison of Figure 24 with Figure 14. Thus, the con- 

stant strain "Gleeble" test procedure was also capable of detecting differen- 

ces in weldabllity much the same as the circular patch test procedure and 

the constant load "Gleeble" test procedure. 

To further Illustrate the correlative relationship between the 

results obtained by using the "Gleeble" in comparison to the patch test 

assembly, the crack sensitive and crack resistant heats were made into 90° 

reduced face TIG welded specimens (Figure 16) and tested using the constant 

strain "Gleeble" procedure with a constant elongation of 0.030 inch. The 

results of this testing are shown in Table 4 and graphically in Figures 25 

and 26.  It can be seen Immediately that the crack sensitive heat, Heat 

Number 11, failed catastrophically at every aging range temperature tested, 

whereas the crack resistant heat  Experimental Heat Number 10, remained 

intact at every temperature with only fine, tight cracking occurring at 

the high aging temperatures 1500oF to 1800oF . Many of the specimens of the 

crack sensitive heat failed during the incremental loading.  The shorter 

times to failure for Heat Number 11, even though the elongation was less was 

caused by the reduced section of the test specimen forcing the elongation to 

occur over a shorter gage length (hence, higher strain) 

Thus, It can be seen that this testing sequence substantiated pre- 

vious results by exhibiting the ability of the constant strain "Gleeble" 
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FIGURE 25.    Comparison  of  the Tested Specimens of  the Crack Sensitive 
Heat Number  11  and Crack Resistant Heat Number  10 which 
were Subjected  to  the Constant Strain Gleeble Testing. 

Neg.  No.    MO 8390-1 

60 



i   A 

PH       O 

u ti 
0) 5 
s S 
3 3 
Ä 2 

•P ■(-> 

(0 a» 
0) 0) 

BB S 

O D 

o o o 
O 
3 

-©- 
o o 
00 

o o ^—^ 

O        t-i 

o      H 

o 
(0 

o m 
o o -§—<$■ 

o o 
M 

0) 

A u 
0) E 
^ ü 
Ü 

r -O e e a 
ee 

M 

C 
a 
•p 
01 c 
0 o 

I 

0) 
43 
+J 

s 
3 V 

•P H 
a A 
ai a 

0)  c 
>   -H 

•rt 
>> P   c 

10   0 
•OCA a> v u 
■P   CO 

V 

co 

« u 
o c 
& 

M 
0 
a 
h   10 
O P 

(0  H   3 
<  ^   10 

4) 
0) 

I 
u 
>> 

■p 

01 
c 
a»   • 
cs o 

•H -H B 
r-t    tfl    3 
•H  P SB 

•HUP 
4J    h    CO 
as« v v s 

« 
Ü 
0 
t< -. 

CO 
P   -H 

at io io 
bi 0) v 
O H Ä 

u 
in 
3 

CO 

Ü 

c 
co 

• J    aan^vjaduiai 

61 



technique  to distinguish heats of Rene'   41 that are crack sensitive  from 

heats that are crack resistant. 

2.3    Base Line Constant Strain "Oleeble" Testing Parameters 

Heat Number 10 was chosen to serve as a base  line against which 

the weldability of other heats could be compared.    Heat Number  10 was chosen 

because the first year's evaluation had indicated this heat to have superior 

weldability.    As shown previously,   these results were confirmed by both 

patch testing and constant   load "Gleeble" testing.     It was the objective of 

Phase II  to further improve the weldability of Rene'  41,   so it was appropri- 

ate that  any  further testing be compared to a heat of Rene"  41 with superior 

weldability. 

These base  line conditions  are  presented in Table 5.     The constant 

elongation values  in Table 5 were determined by straining  the specimens at 

each selected temperature  to a peak  initial stress  level ol   75% of  the 

selected fracture strength of the Rene'   41  alloy.    The specimens used for 

the base  line condition are  shown  in Figure 27. 

Use of Heat Number  10 as a  base  line against  which other heats 

could be compared required that the  "Gleeble" specimens  of  the condition heat 

to be  loaded  to a peak initial strain  or a  peak initial stress  corresponding 

to those  of Heat Number  10.     It was decided that  testing would be  conducted 

using both of  these initial conditions.     The exact  testing procedure selected 

is outlined below; 

1)     Heat the specimen to the selected aging  temperature,   incre- 

mentally apply a predetermined elongation  (which  is  sufficient 
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TABLE  5 

RESULTS OF CONSTANT STRAIN  "OLEEBLE" TESTING RENE'   41 

HEAT NUMBER 10 BASE LINE CONDITIONS 

Peak Time 
Test Constant Initial Final To 

Temperature Elongation Stress Stress Failure Crack 
0F (inches) 

.175 

(ksi) 

84.1 

(ksi) 

79.6 

(min) 

45.0 

Location 

1200 HAZ 
1300 .154 81.1 57.6 4/i PM 
1400 .044 79.0 75.2 3.C HAZ 
1500 .0534 69.4 42.1 45.0 HAZ 
1600 .0414 57.3 24.9 45.0 HAZ 
1700 .058 44.1 18.5 11.0 
1800 .111 -- 21.7 FOL HAZ 

Legend 

HAZ  - heat affected zone 

PM    - parent metal 

FOL  - failed on  loading 
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FIGURE 27. Tos ;i Spe'imens From the Base Line Conditions for Crack 
He 'f.ant heat  Number 10 Tested With the Constant Strain 

Gleeble Testing Procedure, 

Neti.  o. m 8390-3 
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to cause strain-age cracking In crack resistant Heat Number 10) , 

the cross head movement,   and hold until cracking occurs. 

)     ■< .\e specimen to the selected aging temperature,   Increment- 

ly  apply a predetermined  stress   (which  is  sufficient   to 

cause  strain-age  cracking  in crack  resistant  Heat Number   10), 

lock  the cross head movement,   and  hold until  cracking  occurs. 

Testing   in this manner required  careful  interpretation of  results. 

A  heat  which  has   lower strength  T>. "  Meat  Number  10 but  higher ductility 

will have  shorter  failure tinif     ■.<   '.::_,  the procedure  (2)    above  than procedure 

(1).     The weldability of  this  hypothetical  heat  should be better  than Heat 

Number  10.     This   reasoning  leads  to  the  selection of  procedure   (1)   as  the best 

indication of  strain-age crack susceptibility.     Further interpretation of 

results  using these  two procedures will  be given  in Phase  II. 

3.0    Conclusion  of  Phase  I Results 

1) A  restrained weld "patch"  test  post weld heat  treating  pro- 

cedure   (named Type  III)   was  developed which  quantitatively 

measured the time  to  initiate  strain-age cracking occurring 

during an  isothermal  arrest   in  the aging temperature  range  for 

precipitation hardened  nickel  base alloys. 

2) Two  "Gleeble"  test  procedures,   a  constant  strain and a  con- 

stant  load,  were also developed which could measure differences 

in  strain-age cracking sensitivity. 

3) For  quantitative measurement  of  differences   in strain-age 

cracking susceptibility,   the  constant  load "Gleeble"  test 
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procedure  is  the simplest  and  fastest  testing procedure  developed. 

Its  simplicity makes  it  adaptable  to other test  equipment   and 

allow a more widespread usage of  this procedure as a  strain- 

age crack susceptibility  test. 

4)     The C-curve using  the patch  test Type  III  post weld heat   treat- 

ing procedure which defines   the  isothermal  exposure  areas which 

are subject  to strain-age cracking,   can be used to select  the 

minimum heating rate  to  the  solution  treatment  temperature 

for  a  highly  restrained weldment   to  avoid strain-age  cracking. 
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B.     PHASE  II 

The major objective of Phase II was to use the Type III  patch test 

procedure and the  constant  strain "Gleeble"  procedure established  in Phase  I 

to study  the  effects  of  chemical  composition,   heat   treating procedures,   and 

other selected  variables on  the strain-age crack  sensitivity of Rene'   41. 

1 .0    Strain-Age Crack Susceptibility of Rene'   41  Experimental  Heats 

With  V-r iations  in Chemical Composition 

The General   Electric Specification  for Rene'   41   is given   in Appen- 

dix B  and  includes  the  chemical  composition  limits  and mechanical  property 

requirements. 

Data  obtained  from the first  year's effort indicated  a  trend 

that  lower  carbon,   iron,   silicon,   and manganese decreased  the  susceptibility 

to strain-age cracking.    These data also suggested  that  the strength of  the 

Rene'   41  as specified  in General Electric Specification B50T59 could be 

maintained with  reduced carbon  if  slight   increases   in  titanium and aluminum 

were made  concurrently . 

The  variation and addition of  several  other elements were also 

investigated.    The  addition of small  amounts of  columbium to nickel  base 

alloys have  been  shown  by  several   investigators  to  stabilize the  titanium 

carbide,   i,e,,   decrease  the propensity   to dissolve  at  elevated  temperatures 

(in excess  of  21000F) .    Such an addition would be  expected to decrease  the 

amount of carbon  taken  into solution  in  the weld heat  affected zone.     Less 

carbon would,   therefore,   be available to form  the MC    carbide during 
AJ   6 
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subsequent  exposure oi   the  heat  affected  zone  to  aglny;  temperatures.    This 

M    C    carbide  is  responsible,   in part,   for  the  relatively  low ductility 
23 6 

exhibited by  nickel   base  alloys  in this  temperature  range.    Any   increased 

heat  affected  zone  ductility would be expected  to   increase the resistance 

to strain-age cracking.     One common precipitation  hardened nickel  base alloy, 

Inconel   718,  which contains columbium does  not   form  the M„„C    carbide and 

is  resistant   to strain-age cracking. 

The element  cobalt has also been documented by  several   investiga- 

tors  to have  an  adverse   affect  on  14000F   tensile  ductility   --  increased 

cobalt  decreases   the ductility,    Rocketdyne  and others  have documented that 

small  magnesium  additions   to nickel   base alloys  also   increases  the   1400oF 

tensile and  rupture  ductility.    Therefore,   the  effects  of magnesium,   colum- 

bium,   and cobalt  were  also  studied  in  addition   to  variations   in  carbon, 

iron,   silicon,   manganese,   aluminum,   and  titanium. 

1.1     Material   Production and Mechanical   properties 

Twenty-one experimental  heats  of  Rene'   41   with  variations   in 

carbon,   aluminum,   titanium,   manganese,   silicon,   iron,   magnesium,   cobalt, 

and columbium  were  selected.    The heats  were  designed  statistically   in order 

to gain  the most  useful   information   from approximately  twenty experimental 

heats of  Rene'   41 . 

The   statistical   design also allowed   for   the  random variations 

which might  occur   in  alloying elements which were  selected  to be held con- 

stant.    The experimental   heats were  vacuum   induction melted and  processed 

to 0.060   inch  sheet  by  All vac Metals Company   (Division of Teledyne Corpora- 
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tlon)   in their Development and Research Facilities.    The requested target 

chemical compositions and actual analysis are presented  In Table 6.    The 

analyses were not  all within the range requested.    However,  the discrepan- 

cies were small enough that the statistical  design of  the alloy variations 

could tolerate them.    The mill processing procedure used to produce 0.060 

Inch sheet was held rigidly constant to avoid  introducing processing 

variables into the several heats.    The processing procedure is listed In 

Appendix C.    All  heats were  rolled to 0.060  inch  sheet  with no problem 

except Heat Number  41   (1% columbium,   0,014% carbon)   which cracked up during 

initial  hot  rolling.    The  heat was remelted,   and  initial  breakdown was  per- 

formed with a  forge hammer rather than a  rolling mill.     It also cracked, 

hence work was  discontinued on this composition. 

The mill  annealed and solutloned and aged   (30 minutes at  19750F, 

air cooled,   16 hours  at  14000F)   room temperature  and  14008F  tensile  proper- 

ties were determined using the specimen design  shown   in Figure 28.    The 

specimens were  removed with the rolling direction  parallel  to the major  axis 

of the  tensile specimen.     Grain size was determined  in each of the  heats  in 

the mill  annealed and solutloned and aged conditions.     The results are  pre- 

sented  in Tables  7  and 8.    The minimum 1400oF  yield  strength,   as  required  in 

the General  Electric Company Specification was exceeded by three of  the heats. 

The remaining heats  were  as much as 22 ksi  below the  specification minimum 

of  111.0 ksi. 

Stress  rupture  strength was measured at  12000F and 1400oF using the 

tensile specimen design   (Figure 28) .    The material  was   in the solution treated 

and aged condition   (30 minutes at 19750F,   air cooled,   16 hours at  1400oF) . 
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The stress was selected to yield 50 hour life for material at  the middle of 

the Rene'  41   stress  rupture scatterband.    Thus,   any specimens  lasting 50 

hours were as  good as  the average Rene'   41   strength and lasting 10 hours 

were within  three standard deviations of  the average.    The results are  pre- 

sented  in Table 9.    The 1400eF stress  rupture properties exceeded the  average 

in twelve of   the heats whereas only  two heats exceeded the 12000F  streps 

rupture average strength. 

It   was concluded that  the  larger  than  normal  grain size of  some 

of  these experimental   heats was  responsible  lor  the low elevated  temperature 

yield  strength and  12000F  rupture  strength.    The  reasoii(s)   lor  this  abnormal 

grain  growth  was not   readily  apparent   from  a  review of  their processing his- 

tory .    Nevertheless,   all of  these heats were evaluated  lor weldability 

despite the  substandard strengths of  some of  them. 

1.2    Strain-Age Crack Susceptibility  ul  Heats With 

Variations  in Chemical  Composition 

Each heat  was evaluated  for susceptibility to  strain-age cracking 

using  the  constant   strain "Gleeble"   testing procedure described  in Phase  I 

above.    Verification  ol  the  "Gleeble"   test   results was  performed on  several 

heats  using  the Type  III  patch  testing  procedure  also described  in phase  I. 

"Gleeble" Test Results 

The constant strain "Gleeble" test procedure consisted of stabiliz- 

ing the specimen shown in Figure 20 for 15 minutes at 10()00F, rapidly heating 

to a  preselected aging temperature and  slowly   (over a  10  to 15 minute  period) 
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applying a load to a preselected elongation.    The specimen was held at  the 

resultant elongation until failure occurred  (maximum holding time 45 minutes) . 

This procedure was repeated over the  12004F  to 17000F temperature range. 

This "Gleeble"  testing procedure was  initially  performed using Experimental 

Heat Number 10 to establish a base line to which all other heats were 

compared. 

The results of the "Gleeble"  testing of Experimental Heats 23 to 

43 are given in Appendix D.    The results are  further summarized in Tables 

10 and 11. 

The most  straightforward analysis of the "Gleeble"  test  results 

was to examine  the extremes  in  failure times  -- 0 to 45 minutes.     "Gleeble" 

test results at  these extremes would indicate differences  in weldabllity 

of  the magnitude exhibited by  Experimental  Heat Number 10 and Production 

Heat Number  11   (shown previously  in Figures 24 and 26).    Analysis of Tables 

10 and  11   shows  that  all of  these heats  fall  within  the  the 0  (zero)   to 

45 minute  range  under  the selected test  conditions.    Thus,  minor differences 

in weldabllity  exist  between  the various heats  but  nothing with  great  enough 

difference   (better or worse)   to significantly   improve or  impair  the  produc- 

tion weldabllity  of Rene'  41. 

It was concluded from "Gleeble"  testing that no significant differ- 

ences  in  strain-age crack susceptibility existed between  the heats with 

variations  in  chemical  composition. 

Verification of  the  "Gleeble" Test  Results  Using the Patch Test 

Several  heats were  selected  for  the purpose of  correlating 

"Gleeble"  test  results with  patch test  results.    Heats were selected on  the 
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basis of being representative of major compositional variations. The heats 

selected for testing were 26, 29,  33, 36, 38, and 42. These heats were 

evaluated for weldablllty using the patch test and the Type III post weld 

heat treating procedure. The patch test results of these heats are given 

In Table 12 and are compared with Experimental Heat Number 10 In those 

time-temperature conditions for which Heat Number 10 was tested. 

The results shown In Table 12 are presented in terms of a qualita- 

tive evaluation of the amount of cracking that occurred for any particular 

heat. The cracking classifications were OK for no cracking, and SC for 

severe cracking. Typical examples of fine cracking and severe cracking are 

shown in Figures 29 and 30. 

It can be seen from Table 12 that there was no clear evidence of 

crack resistance or crack sensitivity among the various heats tested. The 

results of Heats 10 and 11 are Included to show that the conditions selected 

would identify a crack sensitive or crack resistant heats. Heat Number 33 

appears to be the most crack resistant, but it was not tested at 1300'F 

and 1400oF for 120 minutes.  The patch test results show essentially no 

difference in crack susceptibility between the six heats. This confirms 

"Gleeble" results in that the heats with various compositional changes did 

not yield a substantial Improvement in weldablllty relative to Experimental 

Heat Number 10. 

Additional Studies of Chemical Compositional Effects 

The first year's effort indicated the resistance to strain-age 

cracking could be improved by producing high purity Rene1 41 (essentially 

low iron, silicon, and manganese) , A further verification of this trend 

was made in Phase I during development of the Type III C-curve heat treating 
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FIGURE 30.    Typical  Severe Cracking in Patch Test 
With Type III  Post Weld Heat Treatment. 
Isothermally Aged 120 Minutes  at   16000F, 
Rene'   41 Experimental  Heat Number  36. 

Neg.   No.   228 Mag: 1   X 
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procedure.   This effect is shown in Figure 31 by comparison of the C-curvee 

of two heat» of Rene'  41 which are similar In all respects except purity 

level .    This trend was further verified, as will be discussed In Phase III 

of this program. 

2.0    Strain-Age Crack Susceptibility of Rene'  41 With Various 

Preweld Heat Treatments 

Three preweld base metal heat treatments were chosen to be studied 

for their effect on strain-age crack sensitivity: 

1) 2150eF solution heat treatment. 

2) 1950oF mill  anneal plus age (16 hours at  14000F) . 

3) 1975°? solution heat treatment and overaged. 

The preweld mill annealed heat treatment  (10 minutes at 1950*?, 

water quench)  was used as a base line of comparison. 

The effect of these preweld heat treatments on strain-age crack 

susceptibility was determined primarily with the patch test using the Type III 

post weld heat treating procedure.    The preweld heat treatments that improved 

the weldability of Rene'  41 were also evaluated using the constant strain 

"Gleeble" testing procedure. 

2.1    2150aF Preweld Solution Heat Treatment 

The Rene1  41 sheet was held at 2150*F for one hour in air and air 

cooled prior to welding.    The sheet was then evaluated for susceptibility 

to strain-age cracking using the patch test with a Type III post weld heat 

treating procedure.    The results are shown in Figure 32.    It  is apparent 
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that the resistance to strain-age cracking has been markedly Impaired by the 

21500F solution heat treatment prior to welding. 

2.2 19500F Mill Anneal Plus 1400oF Age Prior to Welding 

Rene' 41 sheet in the mill annealed condition (1950°? for 10 

minutes, water quenched) was aged 16 hours at 1400°? prior to welding. Two 

heats of Rene' 41 were subjected to this preweld heat treatment and evaluated 

for weldability using the patch test. The results are shown graphically 

in Figures 33 and 34. 

These results indicate essentially no change in sensitivity to 

strain-age cracking by fully aging prior to welding. 

2 .3 Overage Preweld Heat Treatment 

The overaging heat treatment was selected from previous work con- 

ducted at General Electric and consisted of a long time exposure at continu- 

ously decreasing aging temperatures as described below: 

1) 19750F for J hour, cool at 3 to 80F/mlnüte to 

2) 1800oF, hold for four hours, cool at 3 to 80F/minute to 

3) 1600oF, hold for four hours, cool at 3 to 80F/minute to 

4) 1400oF, hold for 16 hours, air cool to room temperature. 

The sheet was evaluated for susceptibility to strain-age cracking 

using the patch test with a Type III post weld heat treating procedure. The 

results arc shown In Figure 35. 
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These results show that the overage preweld heat treatment eliminated 

strain-age cracking during post weld heat treatment of the highly restrained 

welded Rene' 41 patch test. It should be noted that this heat of Rene' 41 

(Heat Number 11) was also the most sensitive to strain-age cracking of all 

the heats which were evaluated. 

With the discovery of this distinct Improvement In resistance to 

strain-age cracking by preweld heat treatment, the effect was also evaluated 

using the constant strain "Gleeble" testing procedure. The "Gleeble" test 

results are given In Table 13. These results also indicate the benefit of 

overaglng prior to welding. 

3.0 Mechanical and Metallurgical Property Evaluation 

Up to this point in the program, the evaluation of weldability had 

been conducted using several experimental heats of Rene' 41 and three heats 

from production size quantities. At this time, a Rene' 41 composition was 

selected for Phase III (Specification Verification). This heat of material 

incorporated the modifications necessary for improved weldability and was 

produced in production size quantities. This heat of Material (All vac Heat 

5384) became available concurrently with a portion of the Phase II evaluations 

and was used in two of the studies -- Effect of Grain Size and Effect of Post 

Weld Heat Treating Environment. 

The chemical composition and tensile and stress rupture properties 

of the four production heats are shown in Tables 14, 15, 16, and 17.  Each 

heat was similar in chemical composition.  However, the strength and ductility 

of Heat Number 11 was lower than the other three heats. 
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TABU: 13 

RESULTS OF CONSTANT STRAIN GLEEBLE TESTING ON MILL ANNEALED 
AND OVERAGED RENE' 41, HEAT 11 

Pre-Weld Test Specimen Peak Time to 
Heat Temperature Elongation Initial Failure Failure 
Treatment (0F) (Inches) 

.0316 

Stress(ksi) 

58.5 

(min) 

46.5 

Location 

MA 1300 PM/HAZ 
CÄ 1300 .0303 58.6 50.0+ DNF 
CA 1300 .0319 64.0 45.0+ DNF 

MA 1500 .0355 61.4 1.2 PM 
CA 1500 .040 61.7 45.0 DNF 
OA 1500 .0358 57.2 45.0 DNF 

MA 1700 .0338 39.6 45.0 PM 
(A 1700 .0471 39.9 45.0 PM 
OA 1700 .039 31.3 45.0 DNF 

Legend; 

DNF - Did not   fail 
MA - Mill annealed  (1950F/10 min,  water quench) 
OA - Ove raged 
HAZ - Heat affected zone 
PM - Parent metal 

Notes on Testing Procedure; 

1) Consistent  peak initial stress and strain applied to each 
specimen. 

2) Specimen design:    Figure 20. 
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3.1    Mechanical Properties of Overaged Rene'   41 

Several mechanical  properties of overaged Rene'  41 were determined 

to provide Insight Into the mechanism of  Improvement   In strain-age crack 

resistance provided by overaglng prior to welding.    The extent to which 

mechanical properties could be restored after overaglng was also determined. 

The overage which was used for these mechanical property studies varied 

slightly from that used  In the weldablllty study.    A continuous slow cool 

from the solutlonlng temperature was used rather  than  the interrupted slow 

cool  previously described  In Section 2.3.    The continuous slow cool provided 

a more practical   production heat  treating practice and experience at 

(3) 
Rocketdyne        had Indicated  that  this preweld heat  treatment  dramatically 

reduced the  Incidence of   strain-age cracking  in highly   restrained welded 

components. 

Hardness and  tensile properties of mill  annealed and overaged 

Rene1   41  are  given  in Tables  18 and 19. 

Tensile and stress rupture properties of welded joints  in Rene'   41 

after overaglng and  solutlonlng and aging are given  in Tables 20,   21,   and 22. 

The pertinent   results of these  tables  are briefly  summarized below. 

Items 1  through  4 are compared to properties  of Rene'   41  solutloned at  2050oF 

and aged at   1650oF.    This heat  treatment  is  utilized  to obtain maximum rup- 

ture properties  in Rene'   41  at  temperatures   in excess  of 1400oF,    The  19750F 

solution treatment  plus  a  1400oF/16 hour age  Is  utilized to achieve maximum 

tensile properties below  1400oF. 
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1) Properties In overaged Rene' 41 welded with Hastelloy X, Hastelloy W, 

or Rene* 41 filler wire can be completely restored by a solution (2050oF) 

and age (16500F) provided the weld bead reinforcement is maintained on 

Hastelloy X and Hastelloy W welds. The Rene' 41 filler can be removed 

or left on without affecting properties.  (This Indicates very little 

effect from the weld bead as a stress concentration.  It also indicates 

that heat affected zone properties after a solution and age are comparable 

to those of the base metal). See Tables 20, 21, and 22. 

2) Removing the weld bead reinforcement on welds made with Hastelloy X and 

Hastelloy W filler metal lowers the strength of the welded joint to the 

strength of the diluted fusion zone. 

3) Directly aging (16500F/4 hours) without solution treatment after over- 

aging results in a 25% loss in 1400oF yield strength, and an 8% decrease 

in 16500F rupture strength. This procedure nearly doubles (increase from 

8% to 14%) 1400oF rupture ductility remain essentially unchanged. See 

Tables 20, 21, and 22. 

4) Overaged Rene' 41 has one half the ductility and 10% higher room tempera- 

ture yield strength than mill annealed Rene' 41 so it would be less 

formable. Severe forming should therefore be performed prior to 

overaging. See Table 19. 
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TABLE 18 

HARDNESS AND GRAIN SIZE OF RENE' 41 HEAT 5384 AFTER VARIOUS HEAT TREATMENTS 

Heat Treatment 

MA 
MA + S, + A, 
MA + SI + A! 

MA + 
MA + 
MA + 

OA, 
S + A + OA 
si + Ai + 0A2 

MA + S, + A1 + OA + A 

MA + S  + A 
MA + s: + AJ 
MA + OA, + S 

H OA 
v Ok 
+ A! 

+ 
+ A + A, 

Hardness 
(Rockwell C) 

25.0 
34.5 
42.5 

33.0 
32.0 
32.5 

29.5 

34,5 
36.0 
35.0 

Grain Size 
(ASTM #) 

7 
1 
7 

1   to 7 
1   to 2 

2 to 3 

2 to 3 
2 to 3 

Legend 

MA - mill anneal, 1950oF/10 minutes, water quench 

51 -  20500F/i hour, AC 

52 - 19750F/J hour, AC 

A  - 1650oF/4 hours, AC 

A2 - 1400oF/16 hours, AC 

OA - 19750F/| hour, cool 

0A2 - 2Q500F/J hour, cool 

50oF/hour to 13500F, AC 

100oF/hour to 10000F, AC 
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TABLE 19 

ROOM TEMPERATURE AND 1400>F TENSILE PROPERTIES OF MILL ANNEALED AND OVERAGED 

RENE* 41 HEAT 5384 

Heat Treatment 

MA 

MA + OA, 

MA 

MA + S1 + A1 + OA1 

MA + S1 + A1 + OA2 

Test 
Temperature UTS .2% YS Elongation Failure 

oF Ksi 

154 

Ksi 

83.6 

(%) Location 

RT 48 gage 
RT 149 81.1 50 gage 

RT 174 90.4 22.5 gage 
RT 169 90.4 21.5 gage 
RT 172 90.9 24.0 gage 

1400 119 103 4.5 gage 
1400 115 98.3 7 gage 

1400 115 72.5 16.5 gage 
1400 107 70,0 20 gage 
1400 112 70.8 20 gage 

1400 104 71.3 24.0 gage 
1400 106 69.3 15.5 gage 
1400 103 73.8 17.0 gage 

Legend 

MA 
0A1 

OA, 

- mill anneal 1950oF/10 minutes, water quench 
- 19750F/^ hour, cool 50oF/hours to 13500F, AC 
- 20500F/| hour, AC 
- 16500F/4 hours, AC 
- 2050oF/ I  hour, cool @ 1000F/hour to 1000 F, AC 
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TABLE 20 

14000F TENSILE PROPERTIES OF WELDED JOINTS IN RENE* 41 HEAT 3384 

Test 
Temperature UTS  .2% YS Elongation 

Heat Treatment 

MA + Sj + A 

MA + W + S + A1 

MA + W +  grind weld 
flush + S     + A 

MA + OA1   + W + S1  + A 

Ksl       Ksl (%) Failure Location 

1400 132 100 14 sage 
1400 135 101 15 gage 
1400 134 103 17 gage 

1400 132 102 12.5 from fusion line 
1400 128 102 12.0 from fusion line 
1400 131 104 11.0 from fusion line 

1400 127 103 12.0 from fusion line 
1400 132 107 11.0 from fusion line 
1400 136 108 12.5 from fusion line 

1400 
1400 

128 107 10.0 from fusion line 
133 109 10.0 from fusion line 

1400 132 108 8.0 from fusion line 

Legend 

MA - mill annealed (19500F/10 minutes, water quench) 

W - TIG weld using Rene' 41 filler. 

S - solution heat treatment 2050oF/J hour, AC. 

A    - age 16500F/4 hours,  AC, 

OA     - 19750F/J  hour     cool § 500F/hour to 1350oF/ AC, 
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3.2    Mlcrostructural Evaluation 

The general  structure of Rene'   41 heats 11 and 5384 are shown in 

Figures 36 and 37.    These  two heats are  representative  of  crack  sensitive 

and  crack  resistant Rene'   41.    The  difference  in  grain  size between  the  two 

heats  is  readily  apparent. 

The discovery of  a  preweld overaglng heat treatment which markedly 

increased  resistance  to strain-age cracking led  to the examination of  the 

heat  affected zone and base metal  microstructure  in an  attempt  to correlate 

microstruclural  changes with  strain-age  crack  susceptibility.     The  heat 

affected  zone microstructures of Rene'   41   as-weldecl alter direct  aging, 

and  after   solution  and aging,   are  shown   in FiRures 3K,   39,   4Ü,   and  41. 

The heat   aliected  zone   (HAZ)   microstructures   immediately  adjacent 

to the  fusion  line were examined at  higher magnification  since  this was 

the   region  where  strain-age  cracking  predominantly occurs.    The electron 

microscope  allowed   this  region of   the HAZ   to be  examined  up to  10,000 X 

magnification,    Typical  microstructures   immediately adjacent  to the  fusion 

line   in  the  as-welded,   directly   aged,   and  solutioned and aged conditions 

are  shown   in Figures  42 and  43.     Both   the mill   annealed  and overaged   i'eweld 

heat   treated conditions  are   included   for  direct   comparison.    The base metal 

microstructure  in  the overaged and  solutioned  and aged  conditions  are  shown 

in Figure  44 . 

These  structures  show  that  overaglng  Rene'   41   by  slow cooling from 

the  solution   temperature  produces   large   globular gamma   prime  but  no  notice- 

able difference   in  carbide morphology   from  the mill  annealed  structure. 
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FIGURE 36.  General Microstructure of Rene' 41 Heat Number 11 
Aiter Solution and Age (19750F lor I  Hour; 1400oF 

lor 16 Hours) 

Neg. Nos, N4769 
7H9A 

Mag; (lop)    100 X 
(bot Iom) 10,000 X 

Etch: HC1 and HMO 
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^i8 

FIGURE 37,  General Microstructure ol Rene' 41 Heat 5384 
Alter Solution and Age  (19750F for | Hour; 

140üoF for 16 Hours) 

Neg. Nos. N8177 
N81H5 

Mag: (top)    100 X 
(bottom) 500 X 

Elch: HC1 and HNO^ 
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FIGURE 38. As-Welded Heat Affected Zone Microstructure, 
Overaged Prior to Welding.  Rene1 41 Heat 5384, 

Neg,  No. N8189 Mag:     100 X 
Etch:     HC1  and HNO, 
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FIGURE 39.     Heat Affected Zone Microstructure Directly 
Aged   (1650oF  for 4 Hours)   After Welding, 
(Overaged Prior to Welding) .     Rene'   41 

Heat  5384 

Neg.  No. H9677 Mag:     70 X 
Etch:     HC1   and HNO. 
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FIGURE 41.    Heat Affected Zone Microstructure,  Solutloned and 
Aged  (20500F for i Hour,  1650°?  for 4 Hours)  after 

Welding;  Mill Annealed Prior to Welding. 

Neg. No. N8331 Mag:     70 X 
Etch:     HC1  and HNO, 
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mill   annealed prior to welding 

overaged  prior to welding 

FIGURE 42.    As-Welded Heat Affected Zone  Immediately 
Adjacent  to the Fusion Line.     Rene*   41 

Heat   5384 

Neg.  Nos.  F1528 
362-20 

Mag:     10,000 X 
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mill   annealed  prior  to welding 

overaged   prior  to welding 

FIGURE  43.     Heat  Ailected Zone   Immediately  Adjacent 
To   the  Fusion  Line   in  Rene'   41   Heat   538-1 
Alter  Solution  and  Age   (2()50or   lor   \   Hour 

165()0F   for   ■!   Hours) 

Neg.   Nos.   363-23 
3Ü3-27 

Mag:      10,000  X 



overaged   plus   solulitmrd  and  aged 

FIGURE  44,     Rene'   41   (Heat   53K4)   Base Metal   Microstructure 
In   the  Overaged   and Fully   Heal   Treated  Conditions, 

Nog.   Nos .   3(55-5 
3(52-23 
363-29 

Mag:       10,000 X 

1 la 



The HAZ microstructurei show that the region Immediately adjacent 

to the fusion line (within 0.010 Inch)   la completely solutloned regardless 

of the preweld base metal heat treatment.    This can be seen by comparing 

the two mlcrostructures shown  In Figure 42. 

The HAZ structures also show that the mlcrostructure produced 

by overaglng can be completely eliminated by a full heat treatment   (solution 

and age) .    This is shown In both Figures 43 and 44. 

3.3    Aging Response of Rene'  41 Solutloned at 19750F and 2150BF 

The Increased sensitivity of the 2150oF solutloned Rene'   41  to 

strain-age cracking led to speculation of the mechanism involved.     Several 

differences exist between Rene'   41 solutloned at 21500F and 19750F  — grain 

size  is larger in 2150eF solutloned material and more of the carbides are in 

solution.     It was speculated that these differences caused a reduction in 

the aging rate and voluminous carbide precipitation In the grain boundaries. 

Aging response of  19750F and 2150eF solutloned Rene'   41 0.060 inch 

sheet was determined in the following manner.    Strips of Rene'   41   in each 

condition were held for § hour and 8 hours in a  gradient  furnace.    The 

gradient  furnace provided a convenient means of exposing the material to 

several  temperatures within the aging range.    Rockwell C hardness measure- 

ments were then conducted along the length of the strip.    The results are 

presented in Table 23 and Figure 45 as Rockwell C hardness  versus an aging 

parameter.    These results show a small  but consistent trend  — the material 

solutloned at 19750F aged at  a higher rate than the 2150oF  solutloned materials, 

The effect was more pronounced at  the shorter aging times.    This confirmed 

that the aging rate was decreased by  increasing the solutioning temperature. 
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3.4    Aging Reaponse of Rene'   41   In the Presence of Stress 

There was some question whether the residual welding stresses would 

increase the aging rate or lower the temperature at which aging would occur 

In Rene*   41.    Following  Is a summarization of aging rates determined  in stressed 

and unstressed mill  annealed 0.060  inch Rene'  41. 

Sheet metal tensile specimens of mill annealed Rene'   41   (Heat 

2495-8182)   were exposed  to  1,   16,   and 30 hours at  1100,   1200,   1300,   and HOO'F 

in  a  stress  rupture furnace with  an applied stress of  62,600  psl .     The applied 

stress was   the room temperature 0.02% yield strength of  this  heat  of  mill 

annealed Rene'   41,    Unstressed coupons,   1   inch by  1   inch,   were  attached to 

the  stressed specimens  so they would be exposed to  identical   times  and tempera- 

tures . 

After exposure,   the specimens were abraded  to remove oxidation and 

four Rockwell C hardness measurements were taken  in each of  the  specimens. 

The  results are given  in Table 24  and  graphically  in Figure  46. 

These  results  show no difference  in aging  rates  between  stressed 

and  unstressed mill  annealed Rene'   41.     The  specimens were  subjected  to a 

unlaxial   stress whereas  a  restrained weldment  in Rene'   41   sheet  has  biaxial 

residual   stresses.    However,   this  test   is more severe  in  that   no stress 

relief  could  take place during the  exposure time. 

4.0    Effect  ol Grain Size on the Strain-Age Crack Susceptibility of  Rene'  41 

Work reported  in Phase  I  of   this report  indicated that  grain size 

may  have  a  potent effect on crack  susceptibility.    This effect   is  indicated 

in Figure  47 where two heats of Rene'   41,   with nearly  identical  chemical 
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composition but widely differing grain sizes (ASTM 1 versus ASTM 7) also 

exhibited significant differences in sensitivity to strain-age cracking.  In 

an attempt to further define the effect of grain size on strain-age crack 

sensitivity, the following work was conducted. 

It was known that grains could be grown by solutioning Rene' 41 

at 2150oF rather than 1975°?, but this solutioning temperature simultaneously 

produced other microstructural changes which may affect weldabillty; namely, 

complete solutioning of the MC carbides which does not occur at 19750F. 
6 

Grains can also be grown In superalloys by preceding the solutioning with a 

critical amount of cold work. This critical cold work produces exaggerated 

grain growth during the subsequent anneal. 

To determine the critical cold work, 1 Inch by 6 Inch coupons of 

0.060 inch Rene1 41 were cold rolled 4.2%, 6.7%, 10%, 15%, and 20%, then 

annealed at 1950eF. The resultant microstructures are shown in Figure 48. 

From these results, 4.2% appeared to be the critical amount of work. Several 

sheets of Rene' 41 were cold rolled 4.2%, followed by an anneal at 19500F/ 

10 minutes, AC. The material was evaluated for weldabillty using the constant 

strain "Gleeble" testing procedure described In Phase II. The results are 

given in Table 25. 

An Identical procedure for increasing grain size was used for 

0.025 inch thick Rene1 41 Heat Number 11.  It resulted in grain growth from 

ASTM 8 to ASTM 3. The resultant material was evaluated for weldabillty and 

the results are given in Table 26. These results exhibited no difference 

in susceptibility to strain-age cracking over the range of ASTM 8 to ASTM 3. 
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0% Cold Work 
Grain Size:  ASTM 6 

',-\ :yfC • ..• ^ ■.*/-■ W.-y': ■'   .  •'rr ■>■ x...   .  ■_ •  ■■ - 

4.2% Cold Work 
Grain Size:  ASTM 3 

^s:± 

6.7% Cold Work 
Grain Size:     ASTM  6 

FIGURE 48.     Effect  of Cold Work Prior  to Solutioning on Resultant Grain Size. 
Rene'   41  Heat  5384 

Neg. Nos. N8177 
N8178 
N8179 

Mag:     100 X 
Etch:     HC1  and HNO, 
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TABLE 25 

RESULTS OF CONSTANT STRAIN  "GLEEBLE" TESTING RENE'   41 

HEAT  5384 SHOWING THE EFFECT OF GRAIN SIZE 

Peak Time 
Test Specimen Initial To 

Grain Size Temperature Elongation Stress Failure Failure 
(ASTM *0 0F (inches) 

.0557 

(ksi) 

84.1 

(min) 

45 

Location 

6 1300 HAZ 
3 1300 .0426 82,7 45+ DNF 

6 1300 .148 101.5 FOL weld 
3 1300 ,0794 103 FOL PM/weld 

6 1500 .0377 70,0 45+ DNF 
3 1500 .0361 70,0 45 HAZ/weld 

6 1500 .0542 85.6 45 HAZ 
3 1500 .0561 82,1 46 HAZ 

6 1700 ,125 40,0 FOL PM/HAZ 
3 1700 .0484 44.6 45.0 weld 

6 1700 .0577 39,3 45+ DNF 
3 1700 .0606 39,2 45.0 HAZ/weld 

Legend 

DNF   - did not  fail 
HAZ  - heat affected zone 
PM    - parent metal 
FOL - failed on loading 

Notes  on Testing Procedure 

1, Consistent Peak Initial Stress and Strain 
applied   to each specimen, 

2. Specimen  Design:    See Figure  20. 

125 



TABLE 26 

RESULTS OF CONSTANT STRAIN "GLEEBLE" TESTING RENE'  41 

HEAT NUMBER 5384 SHOWING THE EFFECT OF GRAIN SIZE 

Peak Time 
Test Specimen Initial To 

Grain Size Temperature Elongation Stress Failure Failure 
(ASTN #) oF (inches) 

.148 

(ksl) 

101.5 

(min) 

FOL 

Location 

8 1300 weld metal 
3 1300 .0426 82.7 45+ DNF 
3 1300 .0794 103 FOL PM 

8 1500 .0542 85.6 <45 HAZ 
3 1500 .0361 70.0 <45 HAZ 
3 1500 .0561 82.1 46 HAZ 

8 1700 .0577 39.3 45+ DNF 
3 1700 .0484 44.6 <45 weld metal 
3 1700 .0606 39.2 <45 HAZ 

Legend 

DNF  - did not  fail 
HAZ - heat affected zone 

PM - parent metal 
FOL - failed on loading 

Notes on Testing Procedure 

1) Consistent Peak  Initial  Stress  and Strain 
applied to each  specimen. 

2) Specimen Design:    See Figure  20. 
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5.0    Effect of Base Metal ThlckneM on Suaceptlbillty of Rene'  41  to 

Strain-Age Cracking 

During the  first year's work      ,   patch testing showed that restrained 

weldments in 1/4  inch thick plate were more  susceptible  to strain-age crack- 

ing than were weldments  in 0.060 inch thick  sheet.    This was attributed to 

the higher restraint  present  in the thicker material. 

In the present effort,  the comparative weldability of 0.025  inch 

thick and 0.060  inch thick Rene'  41 was determined.    Rene'  41 Production Heat 

Number 11 was cold rolled from 0.060 inch to 0.025  inch then annealed at  1950oF/ 

10 minutes and water quenched.    The mlcrostructure after a solution and age 

is shown in Figure 49.    The 0.060 inch and 0.025  Inch thick sheet were 

evaluated for weldability using the constant  strain "Gleeble" test described 

In Phase I.    The results are shown in Table 27.     The grain size of  the two 

thicknesses of material   is also included  in Table 27. 

These results show that the fine grained,   thin Rene'  41 was more 

resistant to strain-age cracking than the coarse grained thick Rene'   41. 

6.0    Effect of Post Weld Heat Treating Environment on Strain-Age Crack 

Sensitivity in Rene'   41 

(3 ) Recent  work at Rocketdyne  (Division of North American Rockwell       ) 

has shown a marked decrease in Incidence of strain-age cracking in welded 

Rene'  41 by use of  a  protective environment,   rather than air,  during post 

weld heat treatment.    Their weldability evaluations were performed using a 

circular patch test   in nominally 1/4  inch thick   plate . 

To determine the extent of  improvement  which could be gained in 

0.060 inch thick welded Rene1  41 sheet by post weld heat treating In a protec- 
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tlve environment, both patch testing and constant strain "oleeble" testing 

were conducted, Patch testing was performed in vacuum and in air using the 

Type III heat treating procedure described In Phase I of this report. The 

vacuum heat treatment was conducted in an all metal cold wall vacuum fur- 

nace. A maximum pressure of one micron (10  Torr) was maintained. The 

comparative effects of vacuum and air heat treating environments on strain- 

age crack susceptibility are shown in Figures 50 and 51 for two production 

heats of Rene' 41. These results show a distinct Improvement above 1500oF. 

Testing in the "Gleeble" apparatus was performed in vacuum, air, 

and argon using two heats of 0.060 inch thick Rene' 41. The constant strain 

"Gleeble" testing procedure is described in Phase II. The test results are 

given in Table 28, These results also show an advantage of the protective 

atmosphere above 1500oF, but no advantage at the lower temperatures. These 

results, thus indicate that the improvement allorded by a protective environ- 

ment during post weld heat treatment is at the higher temperatures. 

7,0 Effect of Welding Process on the Strain-Age Crack Susceptibility 

of Welded Rene' 41 

During the first year's work  , patch testing showed a marked 

improvement in strain-age crack resistance of electron beam weldments over 

gas tungsten-arc (TIG) weldments. The C-curve comparing the two processes 

was developed using the Type 1 post weld heat treating procedure and is 

shown in Figure 52, 

TIG and electron beam welded specimens were subjected to "Gleeble" 

evaluation using both the constant load and constant strain testing procedure 

as defined in Phase I, Production Heats Number 11 and 5384 in the mill 
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TABLE 28 

RESULTS OF CONSTANT STRAIN "OLEEBLE" TESTING RENE' 41 

SHOWING THE EFFECT OF TESTING ENVIRONMENT 

Time Peak 
Test Specimen Initial To 

Heat Testing Temperature Elongation Stress Failure Failure 
Number Environment 

argon 

•F (inches) 

.069 

(ksi) 

79.8 

(min) 

45+ 

Location 

43 1400 DNF 
43 air 1400 .0581 78,8 45+ ENF 

11 vacuum 1400 .020 61,0 3 HAZ 
11 argon 1400 .0202 58.7 4 HAZ 
11 air 1400 .020 45.6 1.3 HAZ 

43 argon 1500 .0529 70,0 <45 HAZ/PM 
43 air 1500 .0407 70.0 45+ DNF 

11 vacuum 1500 .0193 37.9 FOL HAZ 
11 argon 1500 .0173 44,8 FOL HAZ 
11 air 1500 .0198 43.8 5 HAZ 

43 argon 1600 .0448 59.0 <.45 PM/HAZ 
43 air 1600 .0603 57.7 <45 PM/HAZ 

11 vacuum 1600 .0203 40.4 <45 HAZ 
11 argon 1600 .0205 44.4 2.4 HAZ 
11 air 1600 .012 32.1 FOL HAZ 

43 argon 1700 .0845 40.4 FOL HAZ 
43 air 1700 .083 43.4 FOL PM 

11 vacuum 1700 .0198 41.8 <45 HAZ 
11 argon 1700 ,020 36.0 <45 HAZ 
11 air 

Legend 

1700 .0193 29.8 FOL HAZ 

FOL - failed on loading 
DNF - did not fail 
HAZ - heat affected zone 
PM - parent metal 

Notes on Testing Procedure 

1. Consistent Peak Initial Stress and Strain applied to 
each specimen. 

2, Specimen Design: Heat Number 43 — See Figure 20, 

Heat Number 11 — See Figure 16, 
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annealed condition were used. The results are given In Tables 29 and 30 and 

In Figure 53 for the constant load test procedure. The results of the con- 

stant strain "Gleeble" testing procedure are given In Table 31. TIG and 

electron beam welded specimen failure times were nearly Identical, thus 

Indicating that In the presence of Identical stresses, there Is little 

difference between the sensitivity of TIG and electron beam weldments to 

strain-age cracking. 

8.0 Conclusions of Phase II Results 

1) An overaging heat treatment prior to welding was, by far, the 

most effective method of reducing the incidence of strain-age 

cracking. The mechanical properties of overaged Rene1 41 can 

be completely restored by a post weld solution and aging heat 

treatment. 

2) Rene' 41 with a mill annealed grain size of ASTM 3 to 8 was 

demonstrated to possess a greater resistance to strain-age 

cracking than Rene' 41 with a mill annealed grain size of ASTM 1 

3) The trend, established during the first year's effort, which 

indicated that Rene' 41 with low levels of iron, silicon, 

sulfur, and manganese had greater resistance to strain-age 

cracking was confirmed. 

4) Lowering the carbon content of Rene' 41 also increases the 

resistance to strain-age cracking. However, a method of 

restricting grain growth in low carbon Rene' 41 must be 

developed if the room temperature to 14000F yield strength 
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is to be retained at current specification levels. 

5) The use of a vacuum during post weld heat treatment was 

found to Increase the resistance of Rene1 41 to strain-age 

cracking at temperatures above 1500oF. 

6) Welding processes which lower the residual stress level will 

reduce the sensitivity of the weldment to strain-age cracking 
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C. PHASE III 

SPECIFICATION VERIFICATION 

1.0 Introduction 

Based on the conclusions of Phase II, a sheet of Rene' 41 was pro- 

cured from a 5,000 pound heat with the modifications which were shown to 

Improve resistance to strain-age cracking while maintaining acceptable mechani- 

cal properties. The testing in this phase of the program served to substan- 

tiate on a production size heat what had been tentatively concluded for labora- 

tory size heats of Rene' 41. The Rene' 41 so selected was high purity (low 

iron, silicon, sulfur, and manganese) and fine grained. The other chemical 

constituents were maintained identical to those in Experimental Heat Number 

10 since it provided high resistance to strain-age cracking. 

2.0 Evaluation of Production Heat of Rene' 41 with High Resistance 

to Strain-Age Cracking 

The chemical composition, grain size, mechanical and metallurgical 

properties of the Rene' 41 (Allvac Heat 5384) from the 5,000 pound heat are 

listed In Tables 14, 15, 16, and 17.  In all aspects they exceeded the minimum 

requirements required in General Electrlc's Rene' 41 Specification. The 

microstructure was shown previously in Figure 37. 
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2.1 Determination of the Strain-Age Crack Sugceptibillty  In the 

Mill Annealed Condition 

The Production Heat 5384 was evaluated for weldablllty   in the mill 

annealed condition using the Type III patch  test procedure  and the constant 

strain "Gleeble"  test procedure. 

The  patch  test   results  are presented  in Figure  54.    The C-curve 

compares favorably with the C-curve of the crack resistant  Experimental Heat 

Number  10,   thereby   indicating no  problem in  scaling up to  a  production 

size heat, 

The constant   strain "Gleeble"  test   results  are  presented in 

Table 32 compared with  the  results of Experimental  Heat Number  10,    Again, 

the  results  are comparable  indicating no difference   in weldablllty between 

the experimental  and production  size heats. 

2.2 Strain-Age Crack Susceptibility  of Rene'   41   in  the Overaged 

Preweld Heat Treated Condition 

The  response  of  the  production size heat  of  Rene'   41   to overaging 

prior  to welding was evaluated  using both  the patch  test   and "Gleeble" 

test  procedure. 

The  results of  the  patch  testing  are shown  in Figure  55.    The 

"Gleeble"  test   results   are given   in Table  32.    The   patch   tests   verified  the 

conclusions  from Phase  II  —  that  strain-age cracking  in  a welded patch  test 

could be el iminated  through use of  an overaging preweld  heat   treatment .    The 

"Gleeble"  test  results were  less conclusive but  indicated  a  reduction  in the 

strain-age crack  susceptibility  by  overaging  prior  to welding. 
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" " 

TABLE 32 

RESULTS OF CONSTANT STRAIN "OLEEBLE" TESTING RENE'   41 SHOWING THE 

EFFECT OF PREWELD HEAT TREATMENI ' ON STRAIN- -AGE CRACK SUSCEPTIBILITY 

Peak Time 
Preweld Test Speclmen Initial To 

Heat Heat Temperature Elongation Stress Failure Failure 
Number Treatment 

MA 

•r (Inches) 

.154 

(ksl) 

81.1 

(mln) 

4 

Location 

10 1300 PM 
5384 MA 1300 .0557 84.1 48 HAZ 

5384 OA 1300 .0426 82.0 45+ DNF 

5384 MA 1300 .148 101.5 FOL weld 

5384 OA 1300 .0929 105.0 FOL weld 

10 MA 1500 .0534 69.4 <45 HAZ 
5384 MA 1500 .0377 70.0 45+ DNF 

5384 OA 1500 .0613 70.0 <45 HAZ 

5384 MA 1500 .0542 85.6 <45 HAZ 

5384 OA 1500 .0547 69.7 45+ DNF 

10 MA 1700 .058 44.1 11 
5384 MA 1700 .125 40.0 FOL PM/HAZ 

5384 OA 1700 .133 39.2 FOL PM 

5384 MA 1700 .0577 39.3 45+ DNF 

5384 OA 1700 .0587 34.6 45+ DNF 

Legend 

MA mill annealed (19500F/ 
10 minutes, water quench 

OA - overaged 
DNF - did not fall 
HAZ - heat affected zone 
PM - parent metal 

Notes on Testing Procedure 

1) Consistent Peak Initial Stress 
and Strain applied to each 
specimen. 

2) Specimen Design:  See Figure 20, 
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The mechanical property evaluation conducted in Phase II on over- 

aged Rene' 41 (Heat 5384) shows that the properties can be completely 

restored by solutioning and aging. 

3.0 Conclusion of phase III Results 

These results confirm that high purity (low iron, silicon, sulfur, 

and manganese), fine grained Rene' 41 is resistant to strain-age cracking. 

The results also confirmed the ability of the overage preweld heat treatment 

to eliminate cracking in a production size heat of Rene' 41. 
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D,     PHASE IV 

ADDITIONAL NICKEL BASE SUPERALLOYS 

The weldability evaluation   (constant strain "Gleeble"   procedure) 

developed for Rene'   41 wat  e/.t'-ided  to another high strength nickel  base 

superalloy,  Rene'   63,   as follows. 

A he .t of Rene'   63   (Number  96172)   was  selected  for evaluation. 

Its chemical  compositlcn  is  shown here. 

C Cr Co Mo W Al Ti ß Ni 

.076 13.78 14.80 6.16 3.09 3.70 2.37 .014 B^l 

The weldability  of   this  alloy  was varied by the   preweld  heat 

treatment  as  follows: 

1) Annealed  10 minutes  at   2050oF  and  water quenched.     Material   in 

this  condition  could  be TIG or electron beam welded   into patch 

tests  and  successfully   heat   treated but could  not   be  repair 

welded without   cracking.    This material was  considered to have 

poor weldability. 

2) Annealed  10 minutes  at   20500F,   furnace  cooled   (35   to 40oF/hour) 

to  19000F,   slow cooled  to room temperature,   heated  to 19000F 

lor  10 minutes   and water quenched.     TIG  and electron beam welded 

patch  test  assemblies   fabricated   from  this material  could be 

heat   treated,   repair  welded,   and   heat   treated without cracking. 

This material  was considered  to have good weldability. 
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Sheets of material with both degrees of weldability   (as measured 

by  patch  testing)  were  subjected  to the constant  strain "Gleeble"  testing 

procedure  as described  In Phase I.    The results are given  in Table 33. 

Three conclusions are  Immediately apparent   from these  results. 

The  "Gleeble"  test was  useful   In  rating strain-age crack  sensitivity   In other 

nickel  base superalloys.    The strain capacity of  the Rene'   63 was much less 

than  that   of Rene1   41   Indicating greater sensitivity   to strain-age  cracking. 

This  corresponds with the patch  test  data,   i.e.,  Rene'   63   is more sensitive 

to  strain-age cracking  than Rene'   41.     Secondly,   the data   indicate   very- 

little difference between  the Rene'   63   in  the  two preweld conditions. 

A critical  review of  the  patch test data   indicated a  distinct 

difference   in weldability between  the   two heats of Rene'   63 with  respect 

to  cracking during cooling  from  the   post  weld  heat   treatment   and  cracking 

during repair welding.     There was  not  evidence of marked differences   in 

crack  sensitivity  during heating  to  the  post weld  solutioning  temperature. 

The   "Gleeble"   test  procedure   is   sensitive  specifically  to  the  on-heating 

cracking. 
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IV.    DISCUSSIOW OF RESULTS 

The  results of the first year's effort and the information reported 

herein make  it  possible to postulate a detailed model of  the  strain-age 

cracking mechanism in nickel-base alloys.    For strain-age cracking to occur, 

two conditions are required: 

1) A highly restrained component which maintains a high level  of 

residual welding stress during subsequent  exposure  to aging 

temperatures. 

2) An alloy which  is  age  hardenable and has a  low capacity   for 

stress  relaxation. 

It   can be hypothesized  that  strain-age cracking occurs  as a  result 

of  the  summation of: 

1) Residual  welding stresses  are  a  function of  the welding pro- 

cess,  weld  filler metal,   joint  design,   and base metal  thickness. 

These stresses are  primarily   those generated by weld metal  con- 

contraction during and  following solidification modified  by what- 

ever geometric  stress  concentration  factors are present , 

2) Aging contraction  stresses   (which are a  function of  base metal 

chemistry  and heat  treatment) . 

3) Thermal  stresses  imposed during heat  treatment . 

4) Stress relaxation during heat  treatment. 

The cumulative total  of  these  stresses are  imposed on  the heat 

affected zone   (HAZ)   region adjacent   to  the  fusion line which,   during welding, 

150 



was virtually completely solutioned.    During subsequent aging temperature 

range exposure,   carbide precipitation  (most often Identified as M0_C  )  occurs 

preferentially  at  the HAZ grain boundaries thus resulting In low ductility  In 

this  region.    Minor Impurity elements also tend to segregate at grain bounda- 

ries and reduce ductility.     In a restrained weldment,   the stresses are 

relieved by  relaxation during heat  treatment .    When the strain associated 

relaxation exceeds the strain capacity  of  the  "embrittled" heat  affected 

zone,   cracking ensues. 

An analysis of  this  cracking mechanism  Indicates   that   sensitivity 

to strain-age cracking can be  reduced either  by  lowering the cumulative 

stress  level   acting on the heat  affected  zone or by   increasing the  strain 

capacity  of  this  zone. 

A  critical  examination  of   the   results  and  conclusions  of   this 

study   can  be made  to  indicate  how each  of   these support   the above model . 

For convenience of  the reader,   the most   significant  conclusions  are  repeated 

below. 

1) A  restrained weld  "patch"   test   post weld heat   treating procedure 

(named Type  III)   was developed which quantitatively measured 

the time to  initiate strain-age cracking occurring during an 

isothermal  arrest   in  the  aging  temperature  range  for  precipi- 

tation hardened nickel   base alloys, 

2) Two "Gleeble"   test   procedures,   a  constant   strain  and  a   constant 

load,   were also developed which could measure differences   in 

strain-age cracking  sensitivity. 
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3) For quantitative measurement of dll'lerences  In  strain-age 

cracking susceptibility,   the constant load "Gleeble"  test 

procedure  is  the  simplest  and  fastest  testing  procedure 

developed.    Its simplicity  makes   it adaptable  to other  test 

equipments and would allow a more widespread usage of  this 

procedure as a strain-age crack  susceptibility   test. 

4) The C-curve using the  patch  tost Type III  post weld heat 

treating procedure which defines  the  isothermal  exposure  areas 

which are subject  to  strain-age  cracking,   can  be used  to select 

the minimum heating  rate  to  the  solution  treatment   temperature 

for  a  highly  restrained weldment   to avoid strain-age cracking. 

5) An overaging heat treatment prior to welding was, by far, the 

most effective method of reducing the incidence of strain-age 

cracking. The mechanical properties ol overaged Rene' 41 can 

be completely restored by a post welci solution and aging heat 

treatment. 

6) Rene'   41 with  a mill   annealed grain size of ASTM 3   lo   8  was 

demonstrated  to  posses a   greater   resistance  to  strain-age 

cracking than Rene'   41   with a mill  annealed grain  size  oi 

ASTM 1 . 

7) The   trend,   established during   the   first  year's effort,   which 

indicated that  Rene'   41   with  low  levels of   iron,   silicon, 

sulfur,  and manganese had  greater resistance  to strain-age 

cracking,  was confirmed. 
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8) Lowering the carbon content of Rene' 41 also Increases the 

resistance to strain-age cracking.  However, a method of 

restricting grain growth In low carbon Rene' 41 must be 

developed If the room temperature to 14000F yield strength 

Is to be retained at current specification levels. 

9) The use of a vacuum during post weld heat treatment was 

found to increase the resistance of Rene' 41 to strain-age 

cracking at temperatures above 15000F. 

1U)  Welding processes which lower the residual stress level will 

reduce the sensitivity of the woldment to strain-age cracking. 

The restrained circular patch test was found to be invaluable in 

this study. This test device was representative of a weldment in which the 

summation of residual stresses could be maximized. Through studies utilizing 

the patch test, it was found the strain-age cracking could occur during an 

isothermal arrest in the aging temperature range (Typo III) upon rapid 

cooling from such an exposure (Type I) or from a slow cool from the exposure 

condition if a significant amount oi aging could occur during the cooling 

period (Type II) . The cracking "C-curves" determined during the isothermal 

arrest provided the most valuable information since, once generated, they 

provided a basis for selection of a minimum continuous heating rate which 

could be used to avoid cracking. 

The two ' Gleeble" procedures developed provided more economical 

methods for measuring dillerences in strain-age crack sensitivity.  Of these 

two tests, the constant load test is simpler and could conceivably be conducted 

with conventional stress-rupture equipment if attention and care are exercised 
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in obtaining similar heating rates. This would allow more widespread usage 

of this procedure as a weldablllty test. 

(4    5) Other  investigators    '        have also successfully correlated crack- 

ing during stress  relaxation in a test  specimen with  sensitivity of the alloy 

to strain-age cracking.     In these works,   specimens with simulated heat affec- 

ted zones were used rather than welded specimens.     The simulated heat  affected 

zone was prepared  by  rapid heating to a  temperature  very close  to the melting 

temperature  of  the alloy.    Blaxlallty   in  the  specimens was required and was 

accomplished with a machined notch. 

Biaxial ity   in  the welded specimens   is also  required  for  the  two 

"Gleeble"  test  procedures.    The  face  reduced  specimen design  (Figure  lb) 

is recommended  lor  the  constant  load procedure  because  it promotes  failure 

in the heat  affected  region.    The  45°  welded  specimen  (Figure  20)   is  recommended 

for  the constant  strain  procedure so  that   larger and more controllable  amounts 

ol  strain can be applied. 

Any  strain-age crack susceptibility   study   conducted   in  the  future 

cannot   be effectively   performed using any   one  ol   these  tests  alone.    Any 

study   in which   the  effects of changes   in  welding   parameters are  to  be   inves- 

tigated can  only   be  accurately studied using  the   patch test.    This  test   is 

capable of measuring differences  in  restraint  and/or  residual   stress  applied 

by  different  welding  processes.     It  was  documented   in  this work  that  gas 

tungsten-arc  and electron beam welding  processes   produce  the  same  results 

when tested on  the  "Gleeble",  but  a  wide  difference  in crack  susceptibility 

between welds  produced  by  these  two  processes was measured with  the  patch 

tost.    This was  attributed  to the differences  in  residual  stresses applied 
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to the patch test by  these processes.    Preweld heat  treatment which changes 

either the strain capacity of the heat affected zone or the parent metal  can 

be studied by either of  the test procedures. 

The decreased strain-age cracking sensitivity of higher purity 

material   (low iron,   silicon,   and manganese)   is attributed to an Increase   in 

the strain capacity   in the heat affected zone.    The metallurgical nature of 

this Increase  in ductility was not  identified.    The trend toward  Improvement 

in strain-age  crack  resistance with  lower carbon  content   is associated with 

a  reduction  in  the  amount  of M0_Ce carbide which   is precipitated  in  this 2o  6 

zone. 

An overaglng treatment prior  to welding  improves  resistance  to 

strain-age  cracking by  allowing the parent  metal   to remain weak  and ductile 

(relative  to the HAZ)   while the heat  affected  zone,   through aging,   becomes 

strong and  less ductile during the  post  weld heat  treatment.    The  stress 

relaxation  is   forced  to occur  in the weaker, more  ductile voluminous  base 

metal . 

Fully  aged or mill  annealed  parent metal  prior  to welding  is not 

effective   in  reducing strain-age cracking  sensitivity  because the heat  affec- 

ted zone never becomes  as  strong as  the  parent  metal   --  thus,  stress  relaxa- 

tion must  occur  in  the  HAZ which does  not  have  sufficient  strain capacity 

for the  reason mentioned above. 

The  reason(s)   for the grain  size effect  can only be conjectured 

because  the  thermomechanical  processing history  which  produced the  large 

grain size  is  unknown,   but  it  is understandable  that  large grain size  reduces 

the amount  of  grain boundary area.     Reactions  which  prefer grain boundaries 
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would be concentrated  In this smaller area,   and therefore,   these boundaries 

would become embrittled to a greater degree. 

The  basic mechanism which operates  in a  low oxygen content environ- 

ment which reduces the  incidence of strain age cracking at  temperatures above 

150Ü0F is unknown.     It   is not unreasonable  to attribute the greater cracking 

tendency   in air  to  the  higher  rate of  oxidation at   these temperatures.     The 

preferred mode of  oxidation  is  along grain  boundaries.    This oxidation 

mechanism would be expected to be embrittling.    The  basic mechanism is  to 

be explored  in depth  at  Rocketdyno   (Division of North American Rockwell). 

AlthouKh   the   use  of  a   protective  atmosphere did  not   help  in  the more critical 

lower temperature   region of   the C-curve,   it  would  be  of  assistance   to  lower 

the upper  region  of   the C-curve so that during  continuous heating of welded 

components,   particularly  more massive  parts,   this   area  could be more easily 

avoided. 

The  results  generated under   this  contract   have  provided  valuable 

information  pertaining  to the strain-age cracking mechanism.    Valuable  tools 

were developed which will  be useful  in  the  application of welding  processes 

to sheet   alloys  which   possess  higher elevated   temperature  strength  than 

Rene'   41.    These   tools  should also be  valuable  to   research  programs directed 

toward a  further understanding of  the mechanism of   strain-age cracking. 
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VI.     RECOMMENDATIONS FOR FUTURE STUDY 

1) The strong Influence of an overaging treatment  to  Increase the sensitivity 

of Rene'  41 to strain-age cracking should be studied on other nickel 

base precipitation hardened alloys.    One serious  limitation to the appli- 

cation of other sheet alloys with higher elevated temperature mechanical 

properties  than  those of Rene'   41 has been  their weldability.    One major 

limitation has  been  their extreme sensitivity   to  strain-age cracking. 

The  improvement   in  resistance  to strain-age cracking by  a  preweld over- 

aging heat  treatment   in  such  sheet  alloys  as  Rene'   63,  Astroloy,   (or 

U-700)   and a  recently  developed alloy  under Air Force sponsorship at 

Universal  Cyclops AF2-IDA should be documented. 

2) The selected overaging  treatment  examined tor   improvement   in crack 

sensitivity was capable  of moving the C-curve  of   the alloy  to the right 

by  several  orders  of magnitude.    The  improvement  measured  far exceeds 

that which  is  required  in the  production of Rene'   41 welded components. 

Other overaging treatments should be explored  to  develop the most economical 

overaging treatment with respect  to a  desired shift   in  the crack suscepti- 

bility C-curve . 

3) Demonstrate the effectiveness of  the constant   load  "Gleeble"  testing 

technique using more conventional  test equipment .     The  "Gleeble", for 

the constant  load  procedure,   provides  the advantage of  rapid heating to 

the desired  isothermal  exposure temperature.    The  procedure could be 

158 



duplicated In a stress rupture station If a rapid heating technique 

can be applied. A preheated clam-shell furnace or an Induction heated 

susceptor could be utilized. 

4)  Investigate the potential of varying the thermomechanlcal processing 

sequence for Rene' 41 to produce and maintain a fine grain sized low 

carbon, high purity (low iron, silicon, sulfur, and manganese) material. 

Document the effect of this alloy composition and structure for decreasing 

the strain-age crack sensitivity of Rene' 41. 
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APPENDIX      A 

WELDING PROCEDURE FOR THE PATCH TEST ASSEMBLY 
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Appendix A 

Welding Procedure for the Patch Test Assembly 

1) The Inner center disc, outer restraining sheet and heavy base plate 

were machined as shown In Figure I. The pieces were machined such that 

the gap between the center disc and the outer restraining was 0.025". 

The outer restrain'T-, sheet was machined such that a pressfit existed 

between the oui.'  (training sheet and the heavy base plate. 

2) All surfaces       and edges to be welded were thoroughly cleaned with 

an 80 grit belt sander and wiped off with acetone. 

3) The outer restraining disk was fusion tacked (no filler) to the base 

plate. The center restraining disk was automatically gas tungsten arc 

welded to the heavy base plate using the following parameters: 

Filler Material - Hastelloy W, 0.045" diameter 

Current - 70-80 amps 

Voltage - 8 volts 

Wire Feed - 16 1/2 ipm 

Joint Travel Speed - 10 ipm 

Gas Coverage - argon, 12-15 cfh 

Gas Backing - argon, 5-10 cfh 

4) The rootside of the weld performed in 3, was wire brushed and gas 

tungsten-arc welded with a washing or blending pass in which the heat 

from the torch was concentrated on the heavy base plate.  The parameters 
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used for this operation were as follows: 

Filler Material - Hastelloy W,  0.045" diameter 

Current  - 60-70 amps 

Voltage - 8 volts 

Wire Feed - 16 1/2 1pm 

Joint Travel Speed - 10  1pm 

Gas Coverage - argon, 12-15 cfh 

Gas Backing - argon,  5-10 cfh 

5) The center disk was tacked In four places to the outer restraining 

sheet.    The tacks were made such that they were nearly  flush to the 

surface of sheet.    Joint gaps ranged from 0.040"-0.050" .    The center 

disk was welded from the crownslde orientation of the outer restraining 

weld to obtain 100% penetration on a single pass.    The  following 

parameters were used: 

Filler Material - Hastelloy W,  0.045" diameter 

Current - 55 amps 

Voltage - 8 volts 

Wire Feed - 16 1/2 ipm 

Joint Travel Speed - 7  ipm 

Gas Coverage - 12-15 cfh 

Gas Backing - 8-15 cfh 

6) The completed patch test assembly was fluorescent penetrant  inspected. 
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7)  Composition of Hastellow W filler metal: 

Element Weight % 

Nl 

Mo 

Cr 

Fe 

62 

24.5 

5 

5.5 
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APPENDIX      B 

GENERAL ELECTRIC SPECIFICATION FOR RENE'   41 
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I.AIUIK JI:T KNGINE OFPARTMENT 

Mrullufg.d MATERIAL   SPECIFICATION B50T59-Sb 
Kniinenin« C,E ALLOY RENE'   41 '''••   1 

12-12-66 
rtO. tUWLT COOl IOINT. NO. 0I4U 

1. SCOPE 

1.1 General Electric Material Specification B50T59 identifies a 
nickel base alloy trademarked Rene'41 by the General Electric Company. 

1.2 This specification contains the following classes: 

B50T59A - Mill anneal at 1975F, Rapid Quench 
B50T59B - Mill anneal at 1975F, Rapid Quench 
B50T59C - B50T59A plus solutioning at 197SF for 30 minutes, 

air cool; plus aging at 1400F for 16 hours, air 
cool. 

B50T59D - B50T59B plus solutioning at 2050F for 30 minutes, 
air cool; plus aging at 1650F for 4 hours, air 
cool. 

B50T59E  Welding wire, cold drawn and solution treated at 
2150F air, oil, or water quenched. 

1.2.1  All temperatures refer to metal temperatures + 25F. All 
times refer to time at temperature for the heaviest section. 

* 1.3 All material supplied to this specification shall be produced 
by vacuum induction melting plus vacuum consumable electrode remelting. 

1.4 The temperature of material during its final pass through the 
last roll on the hot rolling mill shall not exceed 2050F and "in process" 
annealing temperature shall not exceed 2000F. 

2. CHEMICAL COMPOSITION 1 

2.1 Material supplied to this specification shall be of the 
following composition: 

Carbon 0.12 Max. Cobalt  10.00-12.00 
Silicon 0.50 Max. Molybdenum  9.00-10.50 
Manganese -- 0.10 Max. Titanium  3.00- 3.30 
Iron 5.00 Max. Aluminum --  1.40- 1.60 
Chromium ---18.00-20.00 Nickel  - Remainder 
Boron 0.003-0.010 
Sulfur   0.015 Max. 

2.1.1  (a)  For B50T59E only: Boron analyses on welding wire 
are not required. 

(b) For sheet only:  The Boron content as reported by 
the manufacturer per paragraph 2.2 shall be deemed 
sufficient. The Boron content need not conform to 
the requirements of paragraph 2.1 when analyzed by 
the purchaser. 

2.2 The ladle or ingot analysis made by the manufacturer to deter- 
mine the percentages of elements required by this specification shall 
conform to the requirements of paragraph 2.1 and shall be reported to 
the purchaser in a certificate of test herein specified. 

• IMOT-« 
(•••01 

GENERAL @ ELECTRIC Su',""d" 9-10-64 

CINCINNATI   IS,  OHIO 
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2.3 An analysis may be made by the purchaser and the chemical 
composition thus determined shall conform to the requirements of this 
specification within the following permissible variations (over the 
maximum limit or under the minimum limit) for check analysis, otherwise, 
the material shall be subject to rejection. 

Carbon + 0.01 Boron + 0.001 
Silicon + 0.02 - 0.0004 
Manganese + 0.02 Cobalt  + 0.15 
Sulfur   + 0.005 Molybdenum -- +0.15 
Iron  + 0.15 Titanium + 0.05 
Chromium + 0.20 Aluminum + 0,05 

3.     MECHANICAL PROPERTIES 

3.1 For all tensile tests, a strain rate of 0.005 inch/inch/ 
minute maximum through the 0.2% yield strength shall be used. The 
head speed used from 0.2% yield strength to fracture shall be re- 
ported. 

3.2 Machining source for tensile and stress rupture specimens 
must be approved by the appropriate Flight Propulsion Division Laboratory. 

3.3 All sheet specimens shall be cut perpendicularly to the roll- 
ing direction and bar specimens shall be taken longitudinally from the 
centers of the bars. 

♦     3.3.1  Deleted. 

3.4     Tensile Properties    (ASTM E21-58T) 

3.4.1 Deleted 

3.4.1.1     Deleted 

3.4.2 Material   to B50T59A shall  meet  the following mechanical  pro- 
perties when  solution treated and aged  to B50T59C. 

3.4.2.1    Tensile properties of  sheet,  strip,   and plate at  1400F: 

(1)     Tensile Strength,   psi     
Yield Strength  (0.2% offset)   psi        111,000 
Elongation   (%  in 2   inches)   min.         3(0.027" & over) 

(1)     Elongation  (% in 2  inches)         (0.026" & under) 
(1)     Report  values  in certificate of   lest for  Information 

$«p.,..d..   9 iü-64 GENERAL ^ELECTRIC • 1M0T>S 
(•■•0) 

CIMCINMATI   II,  ONIO 
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3.4.2.2 Tensile properties of bar and forglngs at 1400F; 

(1)  Tensile Strength, psl   
Yield Strength (0.2% offset) psl    111,000 
Elongation (% in 2 inches) minimum         5 
Reduction in Area %, minimum        8 

(1)  Report values in certificate of test for information 

3.4.3 Flash welded rings to B50T59A and B50T59B shall conform to 
AMS 7490 except welded rings shall be mill annealed at 1975F and oil or 
water quenched prior to proof testing of welds. After proof testing, 
rings shall again be mill annealed at 1975F and oil or water quenched. 

3.4.3.1  Each weld lot (single run per part number) of flash 
welded rings to B50T59A and B50T59B shall be subject to the requirements 
of paragraph 4.2 of this specification and to the Technical Requirements 
of AMS 7490. The frequency of lot sampling and number of test samples 
per lot shall be determined by the appropriate ACT Quality Control 
Organization. 

3.5 Stress Rupture Properties (ASTM E139-58T) 

3.5.1  Material to B50T59B shall meet the following mechanical 
properties when solution treated and aged to B50T59D. 

3.5.1.1  Bars, forglngs, sheet, strip, and plate rupture specimen 
tested at 1650F and 25,000 psi must meet the following requirements: 

stock (Nominal) Minimum Life (Hours) 
.041 & Under 10 
.042 - .050 15 
.051 and Over 20 

3.6 Hardness 

3.6.1  The following hardness requirements shall be met at room 
temperature: 

B50T59A and B50T59B 
Sheet and Strip (.070 & under) Rockwell C27 Max. or equiv. 
Sheet and Strip (.071 to .187) Rockwell C30 Max. or equiv. 
Plate, Bar, Forglngs, & Flash Welded Rings -- 321 Brinell Max. or equiv. 

B50T59C  -  Rockwell C35 Mln. 
B50T59D   Rockwell C30 Min. 
B50T59E   Rockwell C30 Max. or equiv. 

„M.,.. GENERAL® ELECTRIC supped.,   9-10-64 
CINCINNATI   IS,  OHIO 
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4. QUALITY 

*     4.1 All material supplied to this specification shall be aircraft 
quality. Material shall be uniform in quality, clean, sound, and free from 
foreign materials and from internal and external imperfections detrimental 
to fabrication or to performance of parts. 

4.2 Unless otherwise specified, sheet, strip, plate, bar, forg- 
ings, and flash welded rings (excluding weld) shall have an equiaxed grain 
structure with an average grain diameter of ASTM No. 3 or finer, as deter- 
mined by comparison of a polished and etched specimen with the chart in 
ASTM E112. 

4.3 Spooled wire shall be in one continuous length, level wound, 
free from kinks, waves, and bends. It shall be free to unwind without 
restriction caused by overlapping or wedging. The outside end shall be 
brought to the outside of the flange of the spool. Spool size shall be 
as specified on the purchase order. 

4.4 Melted wire shall flow smoothly and evenly during welding and 
shall be capable of producing acceptable welds. 

4.5 Metallographic Inspection 

4.5.1 Total intergranular attack on sheet and strip supplied to 
this specification shall not extend to a depth greater than .0005 inch 
when determined at 500X minimum on unetched specimens. 

4.6 yitntggniy tngp^nw 

4.6.1 All bar stock, plate, forging» and flash welded rings 
(excluding weld) shall meet the ultrasonic inspection requirements of 
P50T13A. 

5. TOLERANCES 

5.1 Sheet, strip, and plate:  Unless otherwise specified toler- 
ances of sheet, strip, and plate shall conform to the latest revision of 
AMS 2262 as applicable. 

5.2 Bar: Unless otherwise specified, tolerances of bar shall con- 
form to the latest revision of AMS 2261 as applicable. 

5.3 Welding Wire: Welding wire shall be furnished on spools or in 
straight lengths as specified and shall not vary in length more than plus 
or minus 1/4 Inch from the length ordered. 

5.3.1 Unless otherwise specified, the diameter of the wire shall 
not vary more than plus or minus 0.002 inch from the size ordered. 

5.4 Forginss: All tolerances shall be agreed on by the vendor am 
the appropriate FPD Engineering Group, or in accordance with applicable 
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drawings. 

6.       CERTIFICATE OF TEST 

6.1 The material manufacturer must certify all of the chemical 
and mechanical  tests herein specified.  The manufacturer shall furnish 
with each shipment  three copies of a certificate of  test showing the 
numerical results of tests for chemical composition of each heat  in 
the shipment and the numerical results of all other required tests 
for each thickness of  sheet,  strip,  and plate and  for each size bar 
from each heat.   The certificate shall show that  the results are in 
accordance with the requirements of this specification and shall be 
mailed by the manufacturer to the purchaser with or  preceding the 
shipment of the material. 

6.2 The certificate of test shall also contain  the following 
Information: 

(a) 
(b) 
(c) 
(d) 
(e) 
(f) 

HARKING 

Requisition number 
Heat  number 
Sizes and quantities 
Specification class and revision number 
Testing source for tensile and stress rupture specimens 
The head speed from 0.2% yield to fracture. 

7.1 Sheet, Strip, and Plate 

7.1.1 Each sheet, flat strip, and plate over 6 inches in width 
shall be marked with a continuous pattern of this specification and 
revision number in stenciling on one side of each piece. Flat strip 
6 Inches wide and less shall be similarly marked on each end, and all 
coil strip shall be similarly marked on the outside end of each coil. 
In addition, each sheet, strip, and plate shall be marked with the 
heat number and the nominal thickness. The characters shall not be 
less than 3/8 inch in height and shall be applied using a suitable 
marking fluid. The marking shall have no deleterious effect on the 
material or its performance. The marking fluid shall be sufficiently 
stable to withstand ordinary handling, but shall be capable of being 
removed in hot alkaline cleaning solution without rubbing. 

7.2 Bar 

7.2.1 Each bar shall be stamped with the specification number 
and revision number or corresponding stock serial code. All bar stock 
bundles shall have the identifying requisition number, heat number, 
and specification and revision number clearly marked on the outside 
with a suitable tag. 

7.3 Welding Wire 

• IM07-< 
(•••01 GENERAL® ELECTRIC 

CINCINNATI  IS.  OHIO 
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7.3.1 Each bundle or container shall be legibly marked with the 
purchase order number, wire diameter, net weight, manufacturer's name, 
heat number, and this specification and revision number. If spools of 
wire are supplied, each spool shall be legibly and semi-permanently 
identified on one flange with the preceding Information. 

7.4 Forgings 

7.4.1 All forgings shall be marked in accordance with the latest 
revision of AMS 2808. 

8. PACKING 

8.1    All material  shall be packed to prevent  damage or  loss  in 
shipment,  and shall  be separated by size and  heat  number.  Each shipment 
shall  be  identified with  the purchase order  number,   manufacturer's name, 
this G-E specification and revision number,   sizes and  heat numbers. 

♦Denotes  latest  change. 

(SI) Issue 10-13-58 
(S2) Issue (ECN 30405) 11-16-59 
(S2) Issue (ECN 30288) 11-16-59 
(S2) Issue (ECN 30301) 11-16-59 
(S2) Issue (ECN 30301-1) 11-16-59 
(S2) Issue (ECN 30445) 11-16-59 

Amend I (CIDN 70750) 11-30-60 
(S3) Issue (CIDN 71081) 3-15-62 

Amend. I (CIDN 71200) 5-25-62 
(S4) Issue (CIDN 71352) 1-10-63 

Amend. I (CIDN 71541) 6- 7-63 
(S5) Issue (CIDN 71918) 9-10-64 

Amend. I  (CID 72156) 12-22-65 
Amend. II (CID 72188) 7-8-66 
Amend. III (CID 72228) 10-14-66 

S6 (CID 72337) 12-12-66 

1-«  £-S 
9-S   2-8 «)i-II 
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APPENDIX 

MILL PROCESSING PROCEDURE USED TO ROLL 

EXPERIMENTAL HEATS OF 

RENE'   41 TO 0.060 INCH SHEET 
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1) Fifteen pound Ingots of each heat were vacuum induction melted using 

virgin starting materials. 

2) Each Ingot was soaked 4 hours at 21250F. 

3) Initial Ingot breakdown consisted of 1/4 inch reduction per pass with two 

passes per heating. Starting temperature 2100oF down to 1850SF finishing 

temperature. Ingots were reduced to 1 1/2 inches thick, rolling in the 

longitudinal direction of the billet. The slab was trimmed and Inspected 

for cracking which yielded a slab 3 Inches by 1 1/2 inches by approximately 

18 inches long. 

4) The slabs were cut into 6 inch long sections (6 inches by 3 Inches by 

1 1/2 Inches) and cross rolled with 1 pass per heat using 1/16 inch reduc- 

tions. The slab temperature was 2050 to 2075oF . The slabs were cross 

rolled to 6 inch width thus yielding a plate 6 Inches by 6 inches by 

approximately 1/2 inch. 

5) The slab was turned 90° and rolled in the longitudinal direction from 

1/2 inch down to 1/4 inch with 0.040 inch reduction per pass p' 

The slab temperature was 2035 to 20500F . 

6) Hot rolling continued using 1 pass per heating, a temperature of 20J5 to 

2050oF, and the following reductions: 

0.030 inch reductions from 1/4 inch down to 0.185 inch 

0.020 inch reductions from 0.185 inch down to 0.145 inch 

0.010 inch reductions from 0.145 inch down to 0.090 inch 
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7) The 0.090 inch sheet was annealed 10 minutes at 19750F,   water quenched, 

and descaled. 

8) The sheet was cold rolled In 1 to 4 passes  from 0.090 inch to 0,078  inch, 

imeal'd as above, and descaled. 

9) Finish cold rolled in 4 to 5 passes from 0.078 inch to 0.060  inch and 

annealed. 

10)     The sheet was then roller leveled. 
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APPENDIX 

RESULTS OF CONSTANT STRAIN "GLEEBLE" TESTING RENE'   41 

HEATS WITH VARIATIONS  IN CHEMICAL COMPOSITION 
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The following tables present the results of constant struln 

"dfcble" testing Rene' 41 heats with vurlutlons In chemical composition. 

The specimen design in shown in Figure 20.    The test Inn procedure 

consisted of applying a peak Initial strain to each specimen in Tables 

Cl through C6. A peak initial stress was applied to each specimen in 

Tables C7 through C12. 

The abbreviations used in each table arc: 

FOL - failed on loading 

DNF - did not fail 

HAZ - heat affected zone 

PM - parent metal 
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TABLE Dl 

RESULTS OF CONSTANT STRAIN  "OLEEBLE"  TESTING RENE'   41 

HEATS WITH VARIATIONS  IN CHEMICAL COMPOSITION 

Test Temperature:     12000F 

Peak Time 
Specimen Initial To 

Heat Elongation Stress Failure Failure 
Number (inches) (ksi) (min) Location 

10 .175 84.1 4,45 HAZ 
23 .174 85.2 15«- ENF 
24 .175 73.6 45* DNF 
25 .174 79.4 <45 PM 
26 .175 90.9 14.5 PM 
27 .184 84.6 36 PM 
28 .1765 69.4 45^ DNF 
29 .178 75.6 <45 PM/HAZ 
30 .1775 90.0 <4$ PM/HAZ 
32 .176 97.3 <48 HAZ/PM 
33 .177 81.5 45t DNF 
34 .1765 94.9 <.45 PM 
35 .1765 76.2 <.45 HAZ/PM 
36 .175 73.8 45f DNF 
37 .177 72.7 45<- DNF 
40 .176 77.3 454- DNF 
42 .1765 90.4 <45 PM 
39 .176 56.6 <45 HAZ 
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TABLE D2 

RESULTS OF COWSTANT STRAIN "GLEEBLE" TESTING RENE'   41 

HEATS WITH VARIATIONS  IN CHEMICAL COMPOSITION 

Test Temperature:     1300oF 

Peak Time 
Specimen Initial To 

Heat Elongation Stress Failure Failure 
Number (Inches) 

.154 

(ksi) 

81.1 

(min) 

4 

Location 

10 PM 
23 .208 91.2 13.7 PM 
24 .206 79.4 <45 PM 
25 .208 81.9 3.8 PM 
26 .204 109.0 2 .5 PM 
27 .2075 ■ 85.2 
28 .2065 80.0 22.5 PM 
29 .205 83.0 22.6 
30 .208 93.5 3 .3 PM/HAZ 
32 .206 106.0 13 HAZ/PM 
33 .206 89.7 12 HAZ/PM 
34 .213 106.0 1 PM 
36 .205 83,3 16 PM 
37 .208 76.5 <45 PM 
38 .209 94.4 19 PM 
40 .165 82.4 POL PM 
42 .204 94.3 6.6 PM 
39 .205 54.4 <45 HAZ/PM 
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TABLE D3 

RESULTS OF CONSTANT STRAIN "OLEEBLE" TESTING RENE'   41 

HEATS WITH VARIATIONS  IN CHEMICAL COMPOSITION 

Test Temperature:    1400*F 

Peak Time 
Specimen Initial To 

Heat Elongation Stress Failure Failure 
Number (inches) (ksi) (min) Location 

10 .044 79.0 3 HAZ 
23 .0455 68.5 21 HAZ 
24 .0445 56.6 45+ DNF 
25 .0457 61.4 <45 HAZ 
26 .0438 65.8 45+ DNF 
27 .0439 64.7 <45 HAZ 
28 .0442 56.3 ^45 weld 
29 .0455 61.5 45+ DNF 
30 .0445 68.2 <45 PM 
32 .0432 79.1 45+ ENF 
33 .0438 67.5 45+ ENF 
34 .0426 74.4 45+ DNF 
35 .0448 55.3 45+ DNF 
36 .0438 62.5 45+ ENF 
37 .0464 59.0 45+ DNF 
38 .0441 68.4 45+ DNF 
40 .0445 64.1 43+ ENF 
42 .0445 77.2 37 - 
39 .0445 35.8 45+ DNF 
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TABLE D4 

RESULTS OF CONSTANT STRAIN "GLEEBLE" TESTING RENE' 41 

HEATS WITH VARIATIONS IN CHEMICAL COMPOSITION 

Test Temperature:  I5000F 

Peak Time 
Specimen Initial To 

Heat Elongation Stress Failure Failure 
Number (inches) (ksi) (min) Location 

10 .0534 69.4 ^45 HAZ 
23 .0529 77,8 <45 HAZ 
24 .0547 69.5 45f DNF 
25 .0553 71.3 6 HAZ 
26 .0540 80.6 <45 PM 
27 .0548 74.5 < 15 ?M 
28 .0541 65.2 <45 HAZ 
29 .0548 69.0 <45 PM 
30 .0552 63.0 <,45 PM/HAZ 
32 .0548 84.1 <45 PM/HAZ 
33 .052 78,8 <45 HAZ/PM 
34 .0532 87.8 <45 HAZ/PM 
36 .0538 70.3 <45 HAZ 
37 .0539 62.4 <45 HAZ 
38 .0529 79.8 <45 PM 
40 .0556 68.1 33 HAZ 
42 .0555 78.8 <.45 PM 
39 .054 32.3 45+ DNF 
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TABLE D5 

RESULTS OF COWSTAWT STRAIN "OLEEBLE" TESTING RENE'   41 

HEATS WITH VARIATIONS  IN CHEMICAL COMPOSITION 

Test Temperature:    1600*F 

Peak Time 
Specimen Initial To 

Heat Elongation Stress Failure Failure 
Number (inches) (ksl) (mln) Location 

10 .0414 57.3 <45 HAZ 
23 .0414 46.3 <48 HAZ 
24 .0419 54.8 <45 HAZ/PM 
25 .044 54.7 <45 HAZ 
26 .0424 63.6 <45 HAZ/PM 
27 .0416 61.2 45+ IWF 
28 .0445 58.5 <45 HAZ 
29 .0419 59.0 45+ CNF 
30 .0435 63.2 <45 PM/HAZ 
32 .0426 59.3 45+ DKF 
33 .0423 60.0 45+ DNF 
34 .0419 62.1 ^45 PM/HAZ 
35 .0434 55.8 17 HAZ 
37 .0426 56.9 <45 weld 
38 .0408 53,7 45+ ENF 
40 .0426 63.3 8.5 
42 .0408 57.4 (,45 HAZ 
39 .046 8.1 30+ DNF 
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TABLE D6 

RESULTS OF CONSTANT STRAIN  "GLEEBLE" TESTING RENE'   41 

HEATS WITH VARIATIONS  IN CHEMICAL COMPOSITION 

Test Temperature:     1700oF 

Peak Time 
Specimen Initial To 

Heat Elongation Stress Failure Failure 
Number (Inches) (ksi) (min) Location 

10 .058 44.1 11 
23 .0646 35.3 <45 HAZ/PM 
24 .0596 39.0 <45 HAZ 
25 ,061 39.4 FOL HAZ 
26 .058 42.1 FOL HAZ 
27 .060 56.5 <45 HAZ 
28 .061 28.1 45f DNF 
29 .0587 31 .2 25 HAZ 
30 .0574 46.0 V15 HAZ 
32 .059 40.2 <45 PM/HAZ 
33 .059 38.7 <45 HAZ/PM 
34 .058 41.4 <45 HAZ/PM 
37 .0606 39.1 <42 PM/HAZ 
40 .0594 34.7 FOL 
42 .059 41 .4 <45 HAZ 
39 .0598 13.6 <45 HAZ/PM 
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TABLE D7 

RESULTS OF CON8TANT STRAIN  "GLEEBLE" TESTING RENE'   41 

HEATS WITH VARIATIONS   IN CHEMICAL COMPOSITION 

Test Temperature:    12000F 

Peak Time 
Specimen Initial To 

Heat Elongation Stress Failure Failure 
Number (inches) (ksi) (min) Location 

10 .175 84.1 <45 HAZ 
23 .160 84.1 <45 PM 
24 .330 83,4 <45 PM/HAZ 
25 ,235 83.4 <45 HAZ 
26 .1394 84,4 <45 PM 
27 .1894 84.5 45+ DNF 
28 .341 83,8 <50 PM 
29 .260 84,0 <45 PM/HAZ 
30 .0845 84,3 45+ DNF 
31 .220 84.9 <45 HAZ 
32 .159 83,4 <A5 HAZ/PM 
33 .164 81,8 <45 PM 
34 .0794 83,7 45+ DNF 
35 .254 83,9 31.3 PM 
36 .236 82,4 <45 HAZ/PM 
37 .302 83.9 <45 HAZ/PM 
38 .118 83,7 45+ DNF 
40 ,070 84.4 45+ DNF 
42 .129 83.4 <45 HAZ 
43 ,129 84,5 <45 PM/HAZ 
39 ,360 67.8 FOL -- 
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TABLE D8 

RESULTS OF CONSTANT STRAIN  "GLEEBLE" TESTING RENE'   41 

HEATS WITH VARIATIONS   IN CHEMICAL COMPOSITION 

Test Temperature:     13000F 

Peak Time 
Specimen Initial To 

Heat Elongation Stress Failure Failure 
Number (inches) (ksi) (min) Location 

10 .154 81.1 4 PM 
23 .116 81 .5 35.9 HAZ 
24 .235 82,6 21.6 PM 
25 .195 82.2 31 PM 
26 .0453 78.0 45+ DNF 
27 .129 82.8 22.9 PM 
28 .263 82.1 9 PM 
29 .205 82.0 21 .3 PM 
30 .0977 82.3 29.3 PM 
31 .121 81.6 <15 PM/HAZ 
32 .1085 82.5 45+ DNF 
33 .132 81 ,0 <45 HAZ 
34 .0529 81,9 45»- DNF 
35 .180 82.5 30 PM 
36 .157 81 .6 32.4 HAZ 
37 .230 82.5 32.6 PM 
38 ,1065 82.8 <45 HAZ 
40 .157 81.1 16.3 PM/HAZ 
42 .100 81.5 45+ DNF 
43 .0934 82.1 <45 PM 
39 .217 56.0 FOL -- 
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TABLE  D9 

RESULTS OF CONSTANT STRAIN "GLEEBLE" TESTING RENE'   41 

HEATS WITH VARIATIONS   IN CHEMICAL COMPOSITION 

Test Temperature:    14000F 

Peak Time 
Specimen Initial To 

Heat Elongation Stress Failure Failure 
Number (Inches) (ksi) (min) Location 

10 .044 79.0 3 HAZ 
23 .0639 79,0 9 HAZ 
24 .0631 79.5 45+ UtiF 
25 .1076 80.6 1.4 HAZ 
26 .0483 78.8 45+ ENF 
27 .0993 79,2 36.3 PM/HAZ 
28 ,153 78.5 9 PM 
29 .0875 74,0 45+ DNF 
30 .0445 78,2 <45 HAZ 
31 .1065 80,4 30 PM 
32 .0538 79,4 45+ DNF 
33 .0715 78.8 25 HAZ 
34 .0438 79.4 45+ ENF 
35 .1095 79.0 3 HAZ 
36 .123 79.3 17 PM 
37 .154 77.7 9 PM 
38 .0591 79.0 45+ DNF 
40 .1010 78.0 21.4 
42 .062 79.5 45+ DNF 
43 .069 79.8 <45 PM 
39 .198 54.9 FOL — 
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TABLE D10 

RESULTS OF CONSTANT STRAIN "GLEEBLE" TESTING RENE' 41 

HEATS WITH VARIATIONS IN CHEMICAL COMPOSITION 

Test Temperature:  15000F 

Peak Time 
Specimen Initial To 

Heat Elongation Stress Failure Failure 
Number (inches) (ksi) (min) Location 

10 ,0534 69.4 <45 HAZ 
23 .0441 70.0 39 HAZ 
24 .0768 71.0 45+ DNF 
25 .0597 70,0 1 HAZ 
26 .0408 69.8 45+ DNF 
27 .0704 71.3 <45 HAZ 
28 ,0839 69,6 <45 PM 
29 .0625 70,0 <45 PM 
30 .0524 70.8 <45 PM 
31 ,0592 70,4 <45 PM 
32 ,0467 70,4 45+ DNF 
33 .0445 69.7 <45 PM 
34 ,041 70.9 45+ DNF 
35 .050 70.0 15 HAZ 
36 .0935 52.6 FOL HAZ 
37 .0762 70.6 <45 HAZ 
38 .0529 69.4 <45 PM 
40 ,0812 70.6 14 PM 
42 ,0445 70.7 45+ DNF 
43 .0529 70.0 <45 HAZ/PM 
39 .129 42.5 FOL 

* 
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TABLE DU 

RESULTS OF CONSTANT STRAIN  "GLEEBLE" TESTING RENE'   41 

HEATS WITH VARIATIONS  IN CHEMICAL COMPOSITION 

Test Temperature:     16009F 

Peak Time 
Specimen Initial To 

Heat Elongation Stress Failure Failure 
Number (inches) (ksi) (mln) Location 

10 .0414 57.3 445 HAZ 
23 .0413 57.9 <45 HAZ 
24 .0426 57.8 <45 HAZ 
25 .0391 54.6 FOL HAZ 
26 .0402 57.7 27 HAZ 
27 .0584 58.0 <45 HAZ/PM 
28 .0534 57,8 HAZ/PM 
29 .0408 58,0 <45 HAZ 
30 .049 59,1 ^45 PM/HAZ 
31 .0529 58,3 <45 HAZ 
32 .0428 57.6 45+ DNF 
33 ,0467 57.7 <45 HAZ 
34 .038 57,5 45+ DNF 
35 .0441 58.0 3.5 HAZ 
36 .0424 58.4 45+ DNF 
37 .0442 57.6 <45 PM 
38 ,0434 57,6 <45 HAZ 
40 ,0424 58,3 9 
42 ,0405 59,0 45+ DNF 
43 .0448 59,0 <45 HAZ/PM 
39 .118 30.6 FOL HAZ 
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TABLE Dl2 

RESULTS OF  CONSTANT STRAIN  "GLEEBLE"  TESTING RENE'   41 

HEATS WITH VARIATIONS  IN CHEMICAL COMPOSITION 

Test Temperature:     1700oF 

Peak Time 
Specimen Initial To 

Heat Elongation Stress Failure Failure 
Number (Inches) (ksi) (min) Location 

10 .058 44.1 11 
23 .0625 33.9 FOL PM 
24 .098 40.5 FOL HAZ/PM/weld 
25 .070 37.4 FOL HAZ 
26 .062 40.7 FOL PM 
27 .102 44.0 4 PM 
28 .0735 35.4 FOL HAZ 
29 .0772 41.9 FOL HAZ 
30 .118 37.5 FOL HAZ/PM 
31 .0904 39.0 30 PM 
32 .0858 44.7 <45 HAZ 
33 .0455 15.4 FOL PM 
34 .0406 43.9 <45 PM 
35 .0514 37.9 FOL HAZ 
36 .0614 43.0 <45 PM/HAZ 
37 .106 42.1 PM/HAZ 
38 .0448 44.1 45+ UNF 
40 .0296 44.5 <45 
42 .0584 42.6 FOL HAZ 
43 .0845 40.4 FOL HAZ 
39 .1250 22.6 FOL HAZ 
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S». fc. h Sd. PROJECT NUMBER: Enter the eppraprlete 
military department Identllicatlon, euch ae prelect number, 
•ubprojeet number, lyitem numben. ink number, etc. 
9«,  ORIOINATOR'I REPORT NUMBBR(S)i   Enter the olft- 
el«l report number by which the document «111 be Identified 
end controlled by the orlglnillng ectlvlty.   Thli number mull 
be unique to thle report. 
•». OTHER REPORT NUMBER(S): II the report hee been 
eealgned any ether report number« (»llhtt ty tht originaler 
or by lAe aponaar), alao enter thle numberU). 
10.   AVAILABILITV/LIMITATION NOTICES:   Enter any 11» 
liailene on furiher dlaiemlnetlon el the report, other than Ihaae 

impoaed by locurlty cleeellUallon, ualng atendaid elelemenle 
auch aa: 

(I)    "Qualified requeetere nay obtain eople« ol thle 
reporl from DDC" 

(3)    "Foreign announeemenl and dlaeemlnitlon el thle 
report by ODC le net authorlaad." 

(3)    "U i. Government egenelea may obtain coplea el 
thli report directly Iram DDC.  Other quilllled DDC 
uier« «hall requeet through 

(4)   "U. %. mllltery ag«ncl«a may obtain ceplei ol ihle 
report directly Irem DOC  Other qualified u««re 
•hill raqueet through 

($)   "All dlatrlbutlen of Ihle report 1« centrelleA Outl- 
ined DDC ueere »h«ll r«qu««l through 

II the report ha« b««n furnlihed to the Office of Technical 
•ervleea, Department of Commerce, lor eete to the public, Indi- 
cate thli fact and enter Ih« price. II known. 

IL SUPPLEMENT AR Y NOTE*: Uie lor eddltlonal eeplan» 
lory nolea. 

IX SPONSORING MILITARY ACTIVITY: Enter th« nemo of 
th« depiniMnlal projeci elfte« or lebeniory ipeneorlng (p*r 
Int hi) the r«««aich and development.   Include iddreii. 
13    ABSTRACT:  Xnler «n abetract giving a brlel end feciual 
«umnary al the document Indicative el the repert, even though 
It mey olio appear «liewhere In Ih« body ol th* technlcel re- 
port.  IleddltloMl epic« 1« required, « cenllnuiilon «heel ihill 
b« «ttached. 

It li highly d«ilribl« lh«t Ih« «bilrict si claaalfled report« 
b« uncliiilllod.   Bach peregreph ol the ebetnci thill end with 
■n Indlcitlon of Ih« mllltery eocurlty cleeelllcitien ol the In- 
lermetlon In th« peregteph. reproimted ee ITU. ft). (Ct. tt IU) 

There li na llmiutlsn on the length el the ibitrect.  How- 
•v«r, the euggeeled length I« Irem ISO to tii weide. 

14.   KEY WORDS:   Key word« «re i«chnlc«lly meenlngAil lemi 
or ihort phreeee that chareclerlae I report end mey be uaed aa 
Indai entnea lor cataloging the repert.   Key word» mult be 
aelected ae that no eocurlty cleealllcatlan le required.   Identl- 
fleri. luch aa equipment model deelnellon, trade nemo, mllltery 
project cede nemo, geographic location, mey be uaed aa key 
werde but will be lollowed by en indication el technlcel con- 
leal.  The aaalgnment el Unke, rulee. end weight» le optlonel. 

Figure 5. 
Steurlty ClMiKlcttlon 

Sample Document Data Control Form Back 

^^H 


